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	1st Change


Introduction

The present document is part of a TS-family covering the 3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Telecommunication management, as identified below: 

TS 28.307: Management of Quality of Experience (QoE) measurement collection Integration Reference Point (IRP); Requirements

TS 28.308: Management of Quality of Experience (QoE) measurement collection Integration Reference Point (IRP); Information Service (IS)

TS 28.309: Management of Quality of Experience (QoE) measurement collection Integration Reference Point (IRP); Solution Set (SS) definitions

One main motivation of mobile network evolution is to improve the user experience why the evaluation at the UE side is vital to network operators, especially when the operators provide some real-time services which require for example high date rate and low latency like streaming services (typically video services). 

Quality of Experience (QoE) information collection provides detailed information at session level on one or more UEs. 

The operator can initiate logging of QoE information of an end user service. The collected information  cannot be deduced from performance measurements in the mobile network.

The QoE information is information collected by the end user application in the UE.

The collected QoE information is collected by the management system (e.g. an Operations System (OS) in TMN terminology) for analysis and/or KPI calculations.

	2nd Change


5.3.1.1
Definition

It represents a task that controls the QMC and collects data from the applications in the UE (i.e. collects the QMCReportContainer of multiple ManagedEntity instances). The QoEReference is a unique ID, which identifies the network request session that has been created by the QMCJob and activated to one or multiple ManagedEntity instance(s).

When a QMCJob is created, none of attributes be modified via the Itf-N:

-
If for any reason the QMCIRP determines that a QMC session has been activated in its ManagedEntity(ies) the QMCIRP shall emit the "noitfyQMCSessionLocalActivation" notification to the subscribed IRPManagers to inform the active QMC Sessions. The IRPManagers can decide whether they deactivate the QMC session or keep the QMC session active. (E.g. if the QoEReference is colliding with an existing QMCJob's QoEReference, the IRPManager may decide to immediately deactivate the QMC session in that ManagedEntity.)


The QMCJob shall use its information to activate and configure QMC session(s) in the requested ManagedEntity instance(s). When the QMCIRP determines that there are available QMCReport files, it shall emit a notification to all subscribed IRPManagers informing the availability of the files. The method and the notification of the available files is described in the File Transfer IRP (TS 32.342 [7]).

-
If a QMCJob receives an indication from one of its ManagedEntity that starting a network request session is failed for any reason, the "notifyNetworkRequestSessionFailure" notification may be emitted to inform all subscribed IRPManagers that there was a network request session that was not started in the ManagedEntity.

	Referenced TS
	Requirement label
	Comment

	TS 28.404 [10]
	REQ-EUSPC-CON-1
	

	TS 28.404 [10]
	REQ-EUSPC-CON-4
	

	TS 28.404 [10]
	REQ-EUSPC-CON-5
	

	TS 28.307 [11]
	REQ-EUSPC-FUN-1
	

	TS 28.307 [11]
	REQ-EUSPC-FUN-2
	


	3rd Change


5.3.2.1
Definition

QMCRecord is the representation of the files containing the information from the network request session.

	End of Change
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