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	Reason for change:
	All SA5 notification have a common header containing 6 parameters present in all notifications (objectClass, objectInstance, notificationId, notificationType, eventTime, systemDN). 
The common header is not defined in 5G documentation as a concept; however, it is referenced in multiple 3GPP and external documents, which as of necessity often still refer to 3GPP TS 32.302 (which is not valid for 5G).
The definition of these parameters should but is not always the same in different notifications which is confusing.
To avoid inconsistent definitions and allowing documents to reference a common header definition a new section to document the notification header shall be added. 
This chapter is seen as missing, it is an editorial error of 28.532.

	
	

	Summary of change:
	Add clause defining the common notification header.

	
	

	Consequences if not approved:
	Inconsistent definitions of the common parameters may lead to interoperability problems. References to old (pre-5G) documents lead to confusion.
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All notifications emitted by any MnS or function shall both support and contain the following parameters: 
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	S
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	objectClass
	M
	String: name of an IOC
	See comment on objectInstance 

	objectInstance
	M
	Distinguished name (DN) of an MOI
	Together with objectClass it identifies an MOI the notification is related to. It can be e.g. an MOI that caused the notification to be emitted or an MOI about which the notification reports some information.

	notificationId
	M
	Integer: This is an identifier for the individual notification, which may be used to correlate notifications.
	The identifier of the notification shall be chosen to be unique across all notifications of a particular managed object instance throughout the time that correlation is significant, it uniquely identifies the notification from other notifications generated by the MOI specified by objectInstance.

	notificationType
	M
	String: It specifies the type of notification and hence the information carried by the notification.

	It should be a fixed, short, human readable string for each type of notification. 

	eventTime
	M
	DateTime: The date and time when the event that triggered the sending of the notification occurred.
	The semantics of DateTime are specified by RFC 3339 [52].

	systemDN
	M
	Distinguished name: the DN of MnS producer. If an MnSAgent MOI is present, systemDN should be the DN of an MnSAgent. 
	



The parameters may be further specified by the individual notification types. 
Individual notification types may define additional parameters.
11.1	Generic provisioning management service
11.1.0	Introduction
This clause provides the stage 2 definitions of Create, Read, Update and Delete (CRUD) operations for managing managed objects. According to clause 4.2.2 of TS 28.533 [13], these CRUD operations are the MnS component type A. The operations specified in this clause in combination with a NRM (MnS component type B) constitute a MnS, as defined in clause 4.3 of TS 28.533 [13] providing generic provisioning services for supported NRM (MnS component type B) of all MnS.
In addition, notifications to report changes related to managed objects and their attributes are specified.
End of changes

