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1	Decision/action requested
In this box give a very clear / short /concise statement of what is wanted.
2	References
None
3	Rationale
Many NFs/AFs uses CAPIF to expose and publish APIs, For example, as specified in 3GPP TS 23.558, clause 6.3.2, “providing API invoker and API exposing functions as specified in 3GPP TS 23.222 [6]. To support deployments specified in clause A.5, providing CAPIF core functions as specified in 3GPP TS 23.222 [6];”
Now, as specified in CAPIF specification, Table 8.3.2.1-1 in 3GPP TS 23.222, while publishing APIs, API status can be active or inactive. Below is the snippet from 3GPP TS 23.222.
Table 8.3.2.1-1: Service API publish request
	Information element
	Status
	Description

	API publisher information
	M
	The information of the API publisher may include identity, authentication and authorization information

	Service API information
	M
	The service API information includes the service API name, API provider name (optional), List of public IP ranges of UEs (optional), service API type, service API status (e.g. active, inactive), communication type, description, Serving Area Information (optional), AEF location (optional), interface details (e.g. IP address, port number, URI), protocols, version numbers, data format, Service KPIs (optional), and Network Slice Info (optional).



4	Detailed proposal

	First Change



[bookmark: clause4][bookmark: _Toc158014944]5. 			Use Cases
5.1			Use case AEnergy saving for edge networks
5.1.1		Description
As defined in 23.558, clause 6.7.2, the EES can expose several APIs to be consumed by other edge entities e.g EEC, EAS and ECS. Every API invoked by the consumers contributes to the overall energy consumption of EES. It is beneficial if a subset of API’s exposed by EES is disabled i.e EES stop accepting request for that API, EES do not register the API with CAPIF. This functionality will enable energy saving for EES.
5.1.2		Potential Requirements
1. It shall be possible to activate or inactivate a subset of API provided by the EES. 
5.1.2		Potential Solutions
5.1.2.1 	Solution-x
5.1.2.2	Solution-y
5.1.3			Evaluation of solutions
5.1			Use case B
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