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	Reason for change:
	There is an ambiguity on the meaning of granted allocated unit in the context of NSACF charging, whether the granted allocated unit is the replacement of the existing value, or is an addition to the existing value. 

	
	

	Summary of change:
	Clarify the meaning of allocated unit. 

	
	

	Consequences if not approved:
	The NSACF charging mechanism is not complete. 
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[bookmark: _Toc157775196][bookmark: _Toc158274816][bookmark: _Toc153963615][bookmark: _Toc20212988][bookmark: _Toc27668403][bookmark: _Toc44668304][bookmark: _Toc58836864][bookmark: _Toc58837871][bookmark: _Toc90628291]5.2.1.3	Quota management
The quota management functionality is supported in Network Slice Admission Control converged charging, to allow controlling fluctuating number of simultaneous UEs and/or PDU sessions per S-NSSAI does not exceed CCS allocated numbers. There is a difference between quota that can be consumed in a cumulative manner e.g., seconds, bytes, and quota that can be used temporarily like allocated simultaneous UEs and PDU sessions per S-NSSAI for NSACF charging. The quota that can be consumed in a cumulative manner is requested as requested unit, reported as used unit and granted as granted unit. The quota that can be used in a temporary manner is requested as allocate Unit, reported as allocated unit, and granted as allocated unit in NSACF charging. The new allocated unit override the existing allocated unit in the NSACF. 
The NSACF is configured with maximum numbers for simultaneous UEs and PDU sessions per S-NSSAI. The CCS can, based on internal criteria, allocate quota of number of UEs and PDU sessions based on its own maximum numbers.
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