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	Reason for change:
	As defined in TS 23.501, for GBR QoS Flows with Delay-critical GBR resource type, a packet which is delayed more than PDB(Packet Delay Budget) is counted as lost. And “Packet Uu Loss Rate with delay threshold in the DL” for delay critical scenario is introduced in TS 38.314 as a supplement to the existing packet loss rate measurement. Measurement for DL Packet Loss rate with delay threshold on Uu needs to be added in TS 28.558 to align with TS 38.314.

	
	

	Summary of change:
	[bookmark: _GoBack]Add measurement of “DL Packet Loss rate with delay threshold on Uu” for delay critical scenario.

	
	

	Consequences if not approved:
	Packets loss rate measurements cannot cover delay critical scenario.
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[bookmark: _Toc158104339]6.3.1.2	Packet Loss for all gNB deployment scenario
[bookmark: _Toc158104340]6.3.1.2.X	DL Packet Loss Rate with delay threshold on Uu
a)	This measurement provides the DL Packet (i.e., RLC SDU) Loss rate including any packets not successfully transmitted or packets successfully received but delayed more than a delay threshold that can be used when the resource type of corresponding QoS Flow is Delay-critical GBR (clause 5.7.3.4 in TS 23.501[2]）on Uu. The measurement is split into subcounters per QoS level (mapped 5QI or QCI in NR option 3) and per supported S-NSSAI. This measurement is also referred to as M7 in TS 37.320 [9].
b)	CC
c)	This measurement is obtained according to the definition in clause 4.2.1.5.2 of TS 38.314 [8], named "Packet Uu Loss Rate with delay threshold in the DL per DRB per UE". The measurement is performed per QoS level (mapped 5QI or QCI in NR option 3) and per supported S-NSSAI.
d)	Each measurement is an integer value. The number of measurements is equal to the number of QoS levels multiplied by the number of supported S-NSSAIs. 
e)	DRB.PacketLossRateDTUuDlUe.Filter, 
where Filter is a combination of QoS level and S-NSSAI, QoS level represents the mapped 5QI or QCI level, and SNSSAI represents S-NSSAI.
f)	NRCellDU
g)	S-TMSI
h)	One usage of this measurement is to support ML training and performance evaluation.
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