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	1. TS28.552 has defined the evaluation of PRB Usage (see subclause 5.1.1.2), but not the usage of PDCCH. Recently, the CR to TS38.314 “Introduction of PDCCH CCE Usage for gNB Layer 2 measurement [L2M_PDCCH_Usage]” has been adopted at TSG-RAN WG2 Meeting #125, and it is necessary to introduce this measurement to TS 28.552 as an important scheme to evaluate the CCE usage for operators. 
2. [bookmark: _GoBack]In real-life deployment, it is observed that the number of users is large while PDSCH/PUSCH PRB usage is relatively low. In such case, the PDCCH is the bottleneck channel. Introducing the usage of PDCCH is essential for both OAM performance observability and inter-cell load balancing.
3. Similar to PDSCH/PUSCH usage metric, multiple MIMO layers of PDCCH can be scheduled to the UE. Therefore, the introduction of PDCCH CCE Usage need to take the space division multiplexing into consideration to reflect the usage of resources of PDCCH precisely. 
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[bookmark: _Toc500511687][bookmark: _Toc501040585]<< Start of changes >>
A.A	Use case of measurement for PDCCH CCE Usage
The PDCCH CCE Usage measurement could provide operators the load information on PDCCH of radio network. Under the circumstance in which the usage of PDCCH is high and the performance of the whole cell is affected, this measurement can help operators identify problems and perform network maintenance to improve user experience and cell performance.
The PDCCH CCE Usage also considers the space division multiplexing and MIMO layer. Therefore, this measurement is suitable to evaluate the usage of cell capacity with or without MIMO deployment and needs to be monitored.
<< End of change >>
