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	Reason for change:
	DeallocateNsi operation takes two parameters as input, networkSliceDN and serviceProfileId. Both are marked as M mandatory. But due to the parent-child model relation between these two objects (TS 28.541), networkSliceDN can be derived from the identified sliceProfile, and does not need to be provided. Therefore the networkSliceDN should be made optional. Similarly, for DeallocateNssi operations and its parameters and their modelling relationship.

	
	

	Summary of change:
	Change the support qualifier for attribute networkSliceDN in the deallocateNsi operation from M to O.
Change the support qualifier for attribute networkSliceSubnetDN in the deallocateNssi operation from M to O.

	
	

	Consequences if not approved:
	Potential for interoperability problems if an application of vendor A expects to get a value as input while same application from vendor B does not expect to get a value.
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First change
[bookmark: _Toc82180107]6.5.3	DeallocateNsi operation
[bookmark: _Toc82180108]6.5.3.1	Description
This operation is invoked by deallocateNsi operation service consumer to request the provider to deallocate a service profile in an NSI. The provider may terminate the requested NSI or modify the requested NSI without termination to satisfy the request.
[bookmark: _Toc82180109]6.5.3.2	Input parameters
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	nSId
	MO
	An attribute uniquely identifies the network slice instance.
	It specifies the unifique identifier of the NSI.

	serviceProfileId
	M
	An attribute that globally uniquely identifies the service profile in an NSI.
	It specifies the global unifique identifier of the service profile in the NSI which is to be deallocated. 



[bookmark: _Toc82180110]6.5.3.3	Output parameters
	Parameter name
	Support Qualifier
	Matching Information / Legal Values
	Comment

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.




Second change
[bookmark: _CR6_5_4][bookmark: _Toc82180111][bookmark: _Toc19715532][bookmark: _Toc51326730][bookmark: _Toc51326847][bookmark: _Toc155082470]6.5.4	DeallocateNssi operation
[bookmark: _Toc82180112]6.5.4.1	Description
This operation is invoked by deallocateNssi operation service consumer to request the provider to deallocate a slice profile in an NSSI. The provider may terminate the requested NSSI or modify the requested NSSI without termination to satisfy the request.
[bookmark: _Toc82180113]6.5.4.2	Input parameters 
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	nSSId
	MO
	An attribute uniquely identifies the network slice subnet instance.
	It specifies the unifique identifier of the NSSI.

	sliceProfileId
	M
	An attribute uniquely identifies the slice profile in an NSSI.
	It specifies the unifique identifier of the slice profile in the NSSI which is to be deallocated. 



[bookmark: _Toc82180114]6.5.4.3	Output parameters 
	Parameter name
	Support Qualifier
	Matching Information / Legal Values
	Comment

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.
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