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1	Decision/action requested
The group is asked to discuss and approve the proposals.
2	References
[1] 3GPP TR 28.879, " Study on OAM for service management and exposure to external consumers".

3	Rationale
This pCR proposes to add a new use case, i.e., the publishing and discovery of management services in clause 5.1.Z of TR 28.879 [1].

4	Detailed proposal

It is proposed to make the following changes in TR 28.879 [1].
	Begin Change


5.1 Exposure of management services
5.1.Z Use case #<Z>: Authentication and authorization of external MnS consumers
[bookmark: _Toc157755316]5.1.Z.1	Description
For an external MnS consumer to be able to consume the exposed MnSs, the following steps as shown in Figure 5.1.Z.1-1 may be considered:
1) The exposed MnS producer needs to be configured with the authentication and authorization information of the external MnS consumers or 
1b) The exposed MnS producer can check with the MnS discovery producer the authentication and authorization information of the external MnS consumers.
2) The MnS discovery producer needs to be configured with the authentication and authorization information to enable the registration of the external MnS consumers.
3) The external MnS consumer needs to have the required authentication and authorization information in order to register itself at the MnS discovery producer.
4) The external MnS consumer needs to be configured with the endpoint URL of the MnS discovery producer.
5) The external MnS consumer sends a registration request to the MnS discovery producer providing the information from steps 3 and 4.
6) Upon successful registration at the MnS discovery producer, the external MnS consumer can discover the exposed Management Services and their management capabilities. 
7) Lastly, upon authentication and authorization with the exposed MnS producer, the external MnS consumer can interact and consume the exposed MnS.
· The exposed MnS producer may interact with the MnS discovery producer in order to authenticate and authorize the external MnS consumer to consume the exposed MnS.


Figure 5.1.Z.1-1: Example of step-to-step procedures to support the consumption of exposed Management Services by external MnS consumers.
[bookmark: _Toc157755317]5.1.Z.2	Potential requirements
Editor’s note: This clause captures potential requirements.
[bookmark: _Toc157755318]5.1.Z.3	Potential solutions
[bookmark: _Toc157755319]5.1.Z.3.i	Potential solution #<i>: <Potential Solution i Title> 
[bookmark: _Toc157755320]5.1.Z.3.i.1	Introduction
Editor's Note:	This clause describes briefly the potential solution at a high-level.
[bookmark: _Toc157755321]5.1.Z.3.i.2	Description
Editor's Note:	This clause further details the potential solution and any assumptions made.
[bookmark: _Toc157755322]5.1.Z.4	Evaluation of potential solutions
Editor's Note:	This clause provides the evaluation of potential solutions.
	End Change
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