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	[bookmark: _Hlk109725490]First change



[bookmark: _Toc153897479]6.2a.1.2.1	Charging Data Request message
Table 6.2a.1.2.1.1 illustrates the basic structure of a Charging Data Request message as used for NEF converged charging.
Table 6.2a.1.2.1.1: Charging Data Request message contents 
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Subscriber Identifier
	OM
	Described in TS 32.290 [57], and holds the identifier of the AF

	NF Consumer Identification
	M
	Described in TS 32.290 [57]

	Charging Identifier
	OM
	Described in TS 32.290 [57]

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Retransmission Indicator
	-
	This field is not applicable.

	One-time Event
	OC
	Described in TS 32.290 [57].

	One-time Event Type
	OC
	Described in TS 32.290 [57].

	Notify URI
	-
	This field is only applicable for the notification of abort charging..

	Supported Features
	OC
	Described in TS 32.290 [57]

	Triggers
	OC
	This field is not applicable.This field is described in TS 32.290 [57] and holds the NEF specific triggers described in clause 5.4.1.2 

	Multiple Unit Usage
	OC
	This field contains the parameters for the quota management request and/or usage reporting.

	Rating Group
	M
	Described in TS 32.290 [57]

	Requested Unit
	OC
	Described in TS 32.290 [57]

	Used Unit Container
	OC
	Described in TS 32.290 [57]

	NEF API Charging Information
	OM
	This field holds the NEF API specific information described in clause 6.3.1.4



	Next change


[bookmark: _Toc153897484]6.2a.3.2	NEF charging CHF CDR data 
If enabled, CHF CDRs for NEF charging shall be produced for NEF chargeable events.
The fields of NEF charging CHF CDR are specified in table 6.2a.3.2.1.
Table 6.2a.3.2.1: NEF charging CHF record data
	Field
	Category
	Description

	Record Type 
	M
	Described in TS 32.298 [3]

	Recording Network Function ID
	OM
	Described in TS 32.298 [3]

	Subscriber Identifier
	M
	This field contains the identification of the API user (e.g. SCS Identifier)

	NF Consumer Information
	OC
	This field holds the information of the NEF that used the charging service

	Triggers
	OC
	This field is not applicable.This field is described in TS 32.298 [3] and holds the NEF specific triggers described in clause 5.4.1.2

	[bookmark: _Hlk5719236]List of Multiple Unit Usage
	OM
	Described in TS 32.298 [3]

	Record Opening Time
	OC
	Described in TS 32.298 [3]

	Duration
	M
	Described in TS 32.298 [3]

	Record Sequence Number
	OC
	Described in TS 32.298 [3]

	Cause for Record Closing 
	M
	Described in TS 32.298 [3]

	Local Record Sequence Number
	OM
	Described in TS 32.298 [3]

	Record Extensions
	OC
	Described in TS 32.298 [3]

	NEF API Charging Information
	OM
	This field holds the NEF specific information defined in clause 6.3.1.4



	[bookmark: _Hlk162707208]Next change


[bookmark: _Toc153897494]6.3.4	Detailed message format for converged charging
The operation types are listed in the following order: I  (Initial) / U (Update)/T  (Termination)/E  (Event). Therefore, when all Operation types are possible it is marked as IUTE. If only some operation types are allowed for a node, only the appropriate letters are used ( e.g., IUT or E) as indicated in the table heading. The omission of an operation type for a particular field is marked with "-" ( e.g., I-E). Also, when an entire field is not allowed in a node the entire cell is marked as "-".
Table 6.3.4.1 illustrates the basic structure of the supported fields in the Charging Data Request for exposure function API online charging. 
Table 6.3.4.1: Supported fields in Charging Data Request message 
	Information Element
	Node Type
	NEF

	
	Supported Operation Types
	IUTE

	Session Identifier
	I-TE

	Subscriber Identifier
	I-TE

	NF Consumer Identification
	I-TE

	Charging Identifier
	I-TE

	Invocation Timestamp
	I-TE

	Invocation Sequence Number
	I-TE

	Retransmission Indicator
	-

	One-time Event
	---E

	One-time Event Type
	---E

	Notify URI
	 I---

	Supported Features
	I--E

	Triggers
	I-TE

	Multiple Unit Usage
	I-TE

	Rating Group
	I--E

	Requested Unit
	I--E

	Used Unit Container
	--TE

	NEF API Charging Information

	External Individual Identifier
	I-TE

	External Individual Id List
	ITE

	Internal Individual Identifier
	ITE

	Internal Individual Id List
	ITE

	External Group Identifier
	I-TE

	Internal Group Identifier
	I-TE

	API Direction
	I-TE

	API Target Network Function
	I-TE

	API Result Code
	I-TE

	API Name
	I-TE

	API Operation
	ITE

	API Reference
	I-TE

	API Content
	I-TE



Table 6.3.4.2 illustrates the basic structure of the supported fields in the Charging Data Response for exposure function API converged charging.
Table 6.3.4.2: Supported fields in Charging Data Response Message
	Information Element
	Node Type
	NEF

	
	Supported Operation Types
	IUTE

	Session Identifier
	I-TE

	Invocation Timestamp
	I-TE

	Invocation Result
	I-TE

	Invocation Sequence Number
	I-TE

	Session Failover
	I-TE

	Supported Features
	I--E

	Triggers 
	-

	Multiple Unit Information
	I--E

	Result Code
	I-E

	Rating Group
	I-E

	Granted Unit
	I-E

	Validity Time
	I-E

	Final Unit Indication
	-

	Time Quota Threshold 
	-

	Volume Quota Threshold 
	-

	Unit Quota Threshold 
	-

	Quota Holding Time
	-

	Triggers
	-



	End of change





