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1
Decision/action requested

The group is asked to discuss and approve.
2
References

[1]
3GPP TR 28.869 v0.1.0 Study on cloud aspects of management and orchestration
3
Rationale

This contribution proposes to add a new use case in clause 5.1 in [1].
4
Detailed proposal

It proposes to make the following changes to TR 28.869 [1].
	1st Change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[ref-ts28526]
3GPP TS 28.526: "Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Procedures".
…

[x]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

	2nd Change


5
Use cases, potential requirements, and potential solutions

5.1
Use of VNF generic OAM functions

Editor's Note: This clause describes the use cases, issues, requirements, and solutions related to WT-1.

5.1.x
Use case #x: Cloud-native VNF configuration management
5.1.x.1
Description

Although ETSI NFV framework supports containerized NFV deployments since Release 4, 3GPP management system specifications, like TS 28.526 [ref-ts28526] lack support for cloud native NFs that are deployed as containerized workloads,  since it references release 2 specifications from ETSI NFV. 

Besides allocation and configuration of the necessary resources, to bring up a cloud-native VNF into operation, i.e., full instance provisioning and configuration of the corresponding VNF instances needs to take place. Configuration actions can also be performed during the cloud native VNF instance operation. 

An operator need to be able to manage and orchestrate through the 3GPP management system the configuration of the cloud native VNF instances. The operator needs to be able to perform through the 3GPP management system, operations like set and query configuration information, and does not have to be involved in the distribution of the target configuration as well as the preparation (e.g., configuration validation) and postprocessing actions (e.g. verify/test the new configuration). 
5.1.x.2
Potential requirements

	End of Changes


