
1



	3GPP TSG-SA5 (Telecom Management)

Meeting #15, Girdwood, Alaska, USA, 16 ‑ 20 October 2000
	SA5#15(00)0531

Tdoc S5B000051

	
	
	

	

	CHANGE REQUEST
	Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.

	

	
	32.015
	CR
	
	Current Version:
	V.3.3.0
	

	
	
	
	
	

	GSM (AA.BB) or 3G (AA.BBB) specification number (
	
	( CR number as allocated by MCC support team

	

	For submission to: 
	SA#10
	for approval
	X
	
	strategic
	
	(for SMG

	list expected approval meeting # here (
	for information
	
	
	non-strategic
	
	use only)

	
	
	

	Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc

	

	Proposed change affects:
	(U)SIM
	
	ME
	
	UTRAN / Radio
	
	Core Network
	X

	(at least one should be marked with an X)

	

	Source:
	SA5
	Date: 
	11 October 2000

	

	Subject:
	Correction of parameter CallEventRecord

	

	Work item:
	

	

	Category: 
	F
Correction
	X
	Release: 
	Phase 2
	

	
	A
Corresponds to a correction in an earlier release
	
	
	Release 96
	

	(only one category 
	B
Addition of feature
	
	
	Release 97
	

	shall be marked
	C
Functional modification of feature
	
	
	Release 98
	

	with an X)
	D
Editorial modification
	
	
	Release 99
	X

	
	
	
	
	Release 00
	

	

	Reason for 
change:

	The ASN.1 decoder isn’t able to distinguish about CS and PS records with the same global tag of CallEventRecord. For a common handling of both record types in the same proceeding the subelement record choice of CallEventRecord should be unique.

	

	Clauses affected:
	8.1

	

	Other specs
	Other 3G core specifications
	
	(  List of CRs:
	

	affected:
	Other GSM core specifications
	
	(  List of CRs:
	

	
	MS test specifications
	
	(  List of CRs:
	

	
	BSS test specifications
	
	(  List of CRs:
	

	
	O&M specifications
	
	(  List of CRs:
	

	

	Other 
comments:
	


8
Charging Data Record Structure

8.1
ASN.1 definitions for CDR information

Within the current GSM 12-series of specifications the ASN.1 definitions are based on ISO8824 (90) / X.208 (88) [40], which has been superseded by ISO8824-1 (94) / X.680 (94). This newer version not only includes new features but also removes some that were present in ISO8824 (90) / X.208 (88) [40]. 
Where possible, the GPRS work would be based on those ASN.1 features to both. However, where necessary, the new features in ISO8824-1 (94) / X.680 (94) [41] be used in some places. 
ISO8824 (90) / X.208 (88) [40] features that are no longer in ISO8824-1 (94) / X.680 (94) [41] will not be used.

Changes (enhancements) in GSM1205-DataTypes:

CallEventRecordType 
::= INTEGER 

{ 


moCallRecord


(0),


mtCallRecord


(1),


roamingRecord


(2),


incGatewayRecord

(3),


outGatewayRecord

(4),


transitCallRecord

(5),


moSMSRecord



(6),


mtSMSRecord



(7),


moSMSIWRecord


(8),


mtSMSGWRecord


(9),


ssActionRecord


(10),


hlrIntRecord


(11),


locUpdateHLRRecord

(12),


locUpdateVLRRecord

(13),


commonEquipRecord

(14),


moTraceRecord


(15),


mtTraceRecord


(16),


termCAMELIntRecord

(17),

sgsnPDPRecord


(18),


ggsnPDPRecord


(19),


sgsnMMRecord


(20),


sgsnSMORecord


(21),


sgsnSMTRecord


(22)

}

GPRS_Charging-DataTypes {... }

DEFINITIONS IMPLICIT TAGS
::=

BEGIN

-- EXPORTS everything

IMPORTS


CellId, Diagnostics, CallDuration, ManagementExtensions, TimeStamp, MSISDN, LocationAreaCode, MessageReference, RecordingEntity, SMSResult, LevelOfCAMELService, CalledNumber, CallingNumber

FROM GSM1205-DataTypes{ ccitt (0) identified-organization (4) etsi(0) mobileDomain (0) gsmOperation-Maintenance (3) moduleId (3) gsm-12-05 (5) InformationModel (0) asn1Module (2) 1 }

AddressString, ISDN-AddressString, IMSI, IMEI, DefaultGPRS-Handling, DefaultSMS-Handling

FROM MAP-CommonDataTypes { ccitt identified-organization (4) etsi(0) mobileDomain (0) gsmNetworkId (1) moduleId (3) map-CommonDataTypes (18) version2 (2) }

ObjectInstance


FROM CMIP-1 {joint-iso-ccitt ms(9) cmip(1) version1 (1) protocol (3)}

ManagementExtension

FROM Attribute-ASN1Module {joint-iso-ccitt ms(9) smi(3) part2 (2) asn1Module(2) 1}

AE-title

FROM ACSE-1 {joint-iso-ccitt association-control(2) abstract-syntax(1) apdus(0) version(1) };

--

-- Note that the syntax of AE-title to be used is from 

-- CCITT Rec. X.227 / ISO 8650 corrigendum and not "ANY"

--

------------------------------------------------------------------------------

--

--  CALL AND EVENT RECORDS

--

------------------------------------------------------------------------------

CallEventRecord
::= CHOICE 

{

-- Record values 0..16 are 3G curcuit switch specific

-- 


moCallRecord


[0] MOCallRecord,


mtCallRecord


[1] MTCallRecord,


roamingRecord


[2] RoamingRecord,


incGatewayRecord

[3] IncGatewayRecord,


outGatewayRecord

[4] OutGatewayRecord,


transitRecord


[5] TransitCallRecord,


moSMSRecord



[6] MOSMSRecord,


mtSMSRecord



[7] MTSMSRecord,


moSMSIWRecord


[8] MOSMSIWRecord,


mtSMSGWRecord


[9] MTSMSGWRecord,


ssActionRecord


[10] SSActionRecord,


hlrIntRecord


[11] HLRIntRecord,


locUpdateHLRRecord

[12] LocUpdateHLRRecord,


locUpdateVLRRecord

[13] LocUpdateVLRRecord,


commonEquipRecord

[14] CommonEquipRecord,


recTypeExtensions

[15] ManagementExtensions,


termCAMELIntRecord

[16] TermCAMELIntRecord
--

sgsnPDPRecord


[20] SGSNPDPRecord,


ggsnPDPRecord


[21] GGSNPDPRecord,


sgsnMMRecord


[22] SGSNMMRecord,


sgsnSMORecord


[23] SGSNSMORecord,


sgsnSMTRecord


[24] SGSNSMTRecord

}
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