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8
Charging Data Record Structure

8.1 ASN.1 definitions for CDR information

FROM GSM1205-DataTypes{ ccitt (0) identified-organization (4) etsi(0) mobileDomain (0) gsm-Operation-Maintenance (3) moduleId (3) gsm-12-05 (5) informationModel (0) asn1Module (2) 1 }

AddressString, ISDN-AddressString, IMSI, IMEI
FROM MAP-CommonDataTypes { ccitt identified-organization (4) etsi(0) mobileDomain (0) gsm-Network (1) modules (3) map-CommonDataTypes (18) version6 (6) }

DefaultGPRS-Handling, DefaultSMS-Handling, ServiceKey

FROM MAP-MS-DataTypes    { ccitt identified-organization (4) etsi (0) mobileDomain (0)

gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)  }
ManagementExtension

FROM Attribute-ASN1Module {joint-iso-ccitt ms(9) smi(3) part2 (2) asn1Module(2) 1}

CallEventRecord
::= CHOICE 

{

-- Record values 0..16 are 3G curcuit switch specific

-- 


moCallRecord


[0] MOCallRecord,


mtCallRecord


[1] MTCallRecord,


roamingRecord


[2] RoamingRecord,


incGatewayRecord

[3] IncGatewayRecord,


outGatewayRecord

[4] OutGatewayRecord,


transitRecord


[5] TransitCallRecord,


moSMSRecord


[6] MOSMSRecord,


mtSMSRecord


[7] MTSMSRecord,


moSMSIWRecord


[8] MOSMSIWRecord,


mtSMSGWRecord


[9] MTSMSGWRecord,


ssActionRecord


[10] SSActionRecord,


hlrIntRecord


[11] HLRIntRecord,


locUpdateHLRRecord

[12] LocUpdateHLRRecord,


locUpdateVLRRecord

[13] LocUpdateVLRRecord,


commonEquipRecord

[14] CommonEquipRecord,


recTypeExtensions

[15] ManagementExtensions,


termCAMELIntRecord

[16] TermCAMELIntRecord,
--


sgsnPDPRecord


[20] SGSNPDPRecord,


ggsnPDPRecord


[21] GGSNPDPRecord,


sgsnMMRecord


[22] SGSNMMRecord,


sgsnSMORecord


[23] SGSNSMORecord,


sgsnSMTRecord


[24] SGSNSMTRecord

}

CAMELInformationPDP
::= SET

{


sCFAddress





[1] SCFAddress OPTIONAL,


serviceKey





[2]
ServiceKey OPTIONAL,


defaultTransactionHandling

[3]
DefaultGPRS-Handling OPTIONAL,


cAMELAccessPointNameNI


[4] CAMELAccessPointNameNI OPTIONAL,


cAMELAccessPointNameOI


[5] CAMELAccessPointNameOI OPTIONAL,


numberOfDPEncountered  


[6] NumberOfDPEncountered OPTIONAL,


levelOfCAMELService



[7] LevelOfCAMELService OPTIONAL,


freeFormatData




[8]
FreeFormatData OPTIONAL,


fFDAppendIndicator
     

[9]
FFDAppendIndicator OPTIONAL

}

QoSInformation
::= CHOICE

{


gsmQosInformation

[0] GSMQoSInformation,


umtsQosInformation

[1] OCTET STRING (SIZE (12))}

--

-- The “GSMQoSInformation corresponds to the encoding specified in GSM TS 12.15, and shall be used 
-- for pre-Release 99 terminals only.  The umtsQosInformation octet string is a 1:1 copy of the 
-- contents (i.e. starting with octet 4) of the “Quality of service Profile” information element
-- specified in 3GPP TS 29.060 [22].
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