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Doc Summary:
To increase the performance of the alarm synchronization procedure, we propose that 3GPP/SA5 shall standardise support for partial resynchronisation. In the notification notifyAlarmListRebuilt the IRPAgent shall have the possibility to indicate that the alarm list has only been rebuilt in the parts concerning a specific NE. The IRPManager can based on this use an appropriate filter when using the getAlarmList operation. In case of partial resynchronization the MOI parameter in notifyAlarmListRebuilt can be used to indicate the NE and for a complete resynchronization the parameter MOI can indicate the IRPAgent for which the alarm list has been rebuilt.

This contribution proposes new requirements to the 32.111-1. It also proposes changes to the 32.111-2. 

If the proposal is accepted, then corresponding changes have to be made in the 32.111-3 and the 32.111-4.  There may also be a need to update 32.106-5

Specs involved:
32.111-1, 32.111-2

****************************************************************************************************

Change Clause 5.3.1 in the 32.111-1 (V3.2.0) as indicated by the change bars below

5.3.1
Retrieval of current alarm information on NM request

The present document defines a flexible, generic synchronisation procedure, which fulfils the following requirements:

· The alarm information provided by means of the synchronisation procedure shall be the same (at least for the mandatory parameters) as the information already available in the alarm list. The procedure shall be able to assign the received synchronisation-alarm information to the correspondent requests, if several synchronisation procedures triggered by one NM run at the same time.

· The procedure shall allow the NM to trigger the start at any time and to recognise unambiguously the end and the successful completion of the synchronisation.

· The procedure shall allow the NM to discern easily between an "on-line" (spontaneous) alarm report and an alarm report received as consequence of a previously triggered synchronisation procedure.

· The procedure shall allow the NM to specify filter criteria in the alignment request (e.g. for a full network or only a part of it.

· The procedure shall support connections to several NM and route the alignment-related information only to the requesting NM.
· During the synchronisation procedure new ("real-time") alarms may be sent at any time to the managing NM.

· If the EM loses confidence to its alarm list and rebuild it, then the EM shall indicate to the NM that the alarm list have been rebuilt. If the rebuild of the alarm list only concerns alarms for e.g one NE then the EM may indicate that it is only that part of the alarm list that has been rebuilt.
If applicable, an alarm synchronisation procedure may be aborted by the requesting NM.
****************************************************************************************************

Change 32.111-2 (S5F010031) as indicated below

In clause 9.2.6 - Notification notifyAlarmListRebuilt
< Add a comment to the input parameter ‘managedObject Instance’. >

Parameter Name
Qualifier
Matching attribute
Comment

managedObject Instance
M
See Note below.
It carries the DN of the AlarmIRPAgent whose AlarmList has been rebuilt.
It may optionally carry the DN of another MO if the AlarmList only have been rebuilt for alarms concerning that MO and MO:s  subordinate (in the naming tree) to that MO. The DN of this MO can be used when applying filter on the getAlarmList operation.

<For the ‘triggering event assertions’ make sure that partial re-synchronization is handled in an appropriate way. >
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