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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

Configuration Management (CM), in general, provides the operator with the ability to assure correct and effective operation of the 3G network as it evolves. CM actions have the objective to control and monitor the actual configuration on the Network Elements (NEs) and Network Resources (NRs), and they may be initiated by the operator or by functions in the Operations Systems (OSs) or NEs.

CM actions may be requested as part of an implementation programme (e.g. additions and deletions), as part of an optimisation programme (e.g. modifications), and to maintain the overall Quality of Service (QOS). The CM actions are initiated either as single actions on single NEs of the 3G network, or as part of a complex procedure involving actions on many resources/objects in one or several NEs.
Possibly, further intro about this particular requirements document…

Due to the growing number of specifications to model new services and Resource Models for Configuration Management (CM), as well as the expected growth in size of each of them from 3GPP Release 4 onwards, a new structure of the specifications is already needed in Release 4. This structure is needed for several reasons, but mainly to enable more independent development and release for each part, as well as a simpler document identification and version handling. Another benefit would be that it becomes easier for bodies outside 3GPP, such as the ITU-T, to refer to specifications from 3GPP SA5/CM.

The need to define some new IRPs for CM, compared to Release 1999, has been identified. Firstly, a new IRP for the Bulk CM, and secondly, one for each of the NRM parts (Generic, CN, UTRAN and GERAN).

The new structure of the specifications does not lose any information or functionality supported by the Release 1999. Finally, the Notification IRP (32.106-1 to -4) and the Name convention for Managed Objects (32.106-8) are moved to a separate number series used for specifications common between several SA5 Rapporteur Groups (e.g. CM, FM, PM).

Table: Mapping between Release '99 and the new specification numbering scheme

R99 Old no.
Old (R99) specification title
Rel-4 New no.
New (Rel-4) specification title

32.106-8
Name convention for Managed Objects
32.300
Name convention for Managed Objects 

32.106-1
<Notification IRP requirements from 32.106-1 or 32.106-2>
32.301-1
Notification IRP: Requirements

32.106-2
Notification IRP: IS
32.301-2
Notification IRP: Information Service

32.106-3
Notification IRP: CORBA SS
32.301-3
Notification IRP: CORBA SS

32.106-4
Notification IRP: CMIP SS
32.301-4
Notification IRP: CMIP SS

32.106-1
3G Configuration Management: Concept and Requirements
32.600
3G Configuration Management: Concept and Main Requirements

32.106-1
<Basic CM IRP IS requirements from 32.106-1 or 32.106-5>
32.601-1
Basic CM IRP: Requirements

32.106-5
Basic CM IRP IM (Intro & IS part)
32.601-2
Basic CM IRP: Information Service

32.106-6
Basic CM IRP (Intro & IS part) CORBA SS
32.601-3
Basic CM IRP: CORBA SS

32.106-7
Basic CM IRP (Intro & IS part) CMIP SS
32.601-4
Basic CM IRP: CMIP SS

-
<Bulk CM IRP Requirements from Tdoc S5C010155>
32.602-1
Bulk CM IRP: Requirements

-
<Bulk CM IRP IS from Tdoc S5C010156>
32.602-2
Bulk CM IRP: Information Service

-
<Bulk CM IRP CORBA SS from Tdoc S5C010159>
32.602-3
Bulk CM IRP: CORBA SS

-
-
32.602-4
Bulk CM IRP: CMIP SS (not yet produced)

-
< Bulk CM IRP XML file format from Tdoc S5C010160>
32.602-5
Bulk CM IRP: XML file format definition

32.106-1
<Basic CM IRP Generic NRM requirements from 32.106-1 or 32.106-5>
32.620-1
Generic Network Resources IRP: Requirements

32.106-5
Basic CM IRP IM (Generic NRM part) + Tdoc S5C010157
32.620-2
Generic Network Resources IRP: NRM

32.106-6
Basic CM IRP (Generic NRM part) CORBA SS
32.620-3
Generic Network Resources IRP: CORBA SS

32.106-7
Basic CM IRP (Generic NRM part) CMIP SS
32.620-4
Generic Network Resources IRP: CMIP SS

32.106-1
<Basic CM IRP CN NRM requirements from 32.106-1 or 32.106-5>
32.621-1
Core Network Resources IRP: Requirements

32.106-5
Basic CM IRP IM (CN NRM part)
32.621-2
Core Network Resources IRP: NRM

32.106-6
Basic CM IRP (CN NRM part) CORBA SS
32.621-3
Core Network Resources IRP: CORBA SS

32.106-7
Basic CM IRP (CN NRM part) CMIP SS
32.621-4
Core Network Resources IRP: CMIP SS

32.106-1
<Basic CM IRP UTRAN NRM requirements from 32.106-1 or 32.106-5> and Tdoc S5C010157
32.622-1
UTRAN Network Resources IRP: Requirements

32.106-5
Basic CM IRP IM (UTRAN NRM part) and Tdoc S5C010157
32.622-2
UTRAN Network Resources IRP: NRM

32.106-6
Basic CM IRP (UTRAN NRM part) CORBA SS
32.622-3
UTRAN Network Resources IRP: CORBA SS

32.106-7
Basic CM IRP (UTRAN NRM part) CMIP SS
32.622-4
UTRAN Network Resources IRP: CMIP SS

32.106-1
<Basic CM IRP GERAN NRM requirements from 32.106-1 or 32.106-5> and Tdoc S5C010158
32.623-1
GERAN Network Resources IRP: Requirements

32.106-5
Basic CM IRP IM (GERAN NRM part) and Tdoc S5C010158
32.623-2
GERAN Network Resources IRP: NRM

32.106-6
Basic CM IRP (GERAN NRM part) CORBA SS
32.623-3
GERAN Network Resources IRP: CORBA SS

32.106-7
Basic CM IRP (GERAN NRM part) CMIP SS
32.623-4
GERAN Network Resources IRP: CMIP SS

The present document is …

1
Scope

This clause shall start on a new page.

The present document defines, in addition to the requirements defined in [1], [2] and [3], the requirements for the present IRP: …..
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[<seq>]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

[1]
3GPP TS 32.101: "3G Telecom Management principles and high level requirements".

[2]
3GPP TS 32.102: "3G Telecom Management architecture".

[3]
3GPP TS 32.600: "3G Configuration Management: Concept and Main Requirements".

….

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Subclause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Data: is any information or set of information required to give software or equipment or combinations thereof a specific state of functionality.

Element Manager (EM): provides a package of end-user functions for management of a set of closely related types of Network Elements (NEs). These functions can be divided into two main categories:

· Element Management Functions for management of NEs on an individual basis. These are basically the same functions as supported by the corresponding local terminals.

· Sub-Network Management Functions that are related to a network model for a set of NEs constituting a clearly defined sub-network, which may include relations between the NEs. This model enables additional functions on the sub-network level (typically in the areas of network topology presentation, alarm correlation, service impact analysis and circuit provisioning).

Firmware: is a term used in contrast to software to identify the hard-coded program, which is not downloadable on the system.

Hardware: is each and every tangible item.

IRP: See 3G TS 32.101 [1].

IRP Information Model: See 3G TS 32.101 [1].

IRP Information Service: See 3G TS 32.101 [1].

IRP Solution Set: See 3G TS 32.101 [1].

Managed Object (MO): an abstract entity, which may be accessed through an open interface between two or more systems, and representing a Network Resource (NR) for the purpose of management. The Managed Object (MO) is an instance of a Managed Object Class (MOC) as defined in a Management Information Model (MIM). The MIM does not define how the MO or NR is implemented; only what can be seen in the interface.

Managed Object Class (MOC): a description of all the common characteristics for a number of MOs, such as their attributes, operations, notifications and behaviour.

Managed Object Instance (MOI): an instance of a MOC, which is the same as a MO as described above.

Management Information Base (MIB): the set of existing managed objects in a management domain, together with their attributes, constitutes that management domain's MIB. The MIB may be distributed over several OS/NEs.
Management Information Model (MIM): also referred to as NRM – see the definition below. There is a slight difference between the meaning of MIM and NRM – the term MIM is generic and can be used to denote any type of management model, while NRM denotes the model of the actual managed telecommunications Network Resources (NRs).
Network Element (NE): is a discrete telecommunications entity, which can be, managed over a specific interface e.g. the RNC.

Network Manager (NM): provides a package of end-user functions with the responsibility for the management of a network, mainly as supported by the EM(s) but it may also involve direct access to the NEs. All communication with the network is based on open and well-standardised interfaces supporting management of multi-vendor and multi-technology NEs.

Network Resource (NR): is a component of a NE, which can be identified as a discrete separate entity and is in an object oriented environment for the purpose of management represented by an abstract entity called Managed Object (MO).

Network Resource Model (NRM): a model representing the actual managed telecommunications Network Resources (NRs) that a System is providing through the subject IRP. An NRM describes Managed Object Classes (MOC), their associations, attributes and operations. The NRM is also referred to as "MIM" (see above) which originates from the ITU-T TMN.

Object Management Group (OMG): see http://www.omg.org.

Operations System (OS): indicates a generic management system, independent of its location level within the management hierarchy.

Operator: is either

· a human being controlling and managing the network; or

· a company running a network (the 3G network operator).

Optimisation: of the network is each up-date or modification to improve the network handling and/or to enhance subscriber satisfaction. The aim is to maximise the performance of the system.

Re-configuration: is the re-arrangement of the parts, hardware and/or software that make up the 3G network. A re-configuration can be of the parts of a single NE or can be the re-arrangement of the NEs themselves, as the parts of the 3G network. A re-configuration may be triggered by a human operator or by the system itself.

Reversion: is a procedure by which a configuration, which existed before changes were made, is restored.

Software: is a term used in contrast to firmware to refer to all programs which can be loaded to and used in a particular system.

Up-Dates: generally consist of software, firmware, equipment and hardware, designed only to consolidate one or more modifications to counter-act errors. As such, they do not offer new facilities or features and only apply to existing NEs.

Up-Grades: can be of the following types:

· enhancement - the addition of new features or facilities to the 3G network;

· extension - the addition of replicas of existing entities.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CM
Configuration Management

CMIP
Common Management Information Protocol

CORBA
Common Object Request Broker Architecture

EM
Element Manager

FM
Fault Management

FW
Firmware

HW
Hardware

IRP
Integration Reference Point

ITU-T
International Telecommunication Union, Telecommunication Standardisation Sector 

MIB
Management Information Base

MIM
Management Information Model

MOC
Managed Object Class

MOI
Managed Object Instance

NE
Network Element

NM
Network Manager

NR
Network Resource

NRM
Network Resource Model

OMG
Object Management Group

OS
Operations System

OSF
Operations System Function

PM
Performance Management
RNC
Radio Network Controller
SW
Software

TM
Telecom Management
TRX
Transceiver

UML
Unified Modelling Language (OMG)

UMTS
Universal Mobile Telecommunications System
4 Examples for Styles

RENAME THIS CLAUSE TO “REQUIREMENTS”, after the text below has been read, understood and removed.

The main text of the document should start here, after the above clauses have been added.

The following styles and editing techniques are aimed to help in the formatting of the document using the 3GPP Template: 3GPP_70.dot, available from the 3GPP FTP site (ftp://ftp.3gpp.org/Information).

4.1
Heading Styles

Heading styles are included in the 3GPP Template and are used as follows:

Do not use any built-in automatic numbering for 3GPP documents. Although this is sometimes useful in the early drafting stages of a document, once the document has been placed under change control, the clause numbering needs to be fixed in order to keep cross-reference consistency as the 3GPP specification set develops.

Heading 1:
Used for Main clauses (1, 2, 3, etc.). Also used for Annex clauses (A.1, A.2, etc.).

Heading 2:
Used for Main subclauses (4.1, 4.2, 5.1, 5.2, etc.). Also used for Annex subclauses (A.1.1, A.1.2, etc.).

Heading 3:
Used for 2nd level subclauses (4.1.1, 4.1.2, 5.1.1, 5.1.2, etc.). Also used for Annex subclauses (A.2.1.1, A.2.1.2, etc.).

Heading 4 & 5:
Used for 3rd and 4th level subclauses and Annex subclauses.

Heading 6 & 7:
Not used, instead use style "H6" so that the title appears in the document, but does not appear in the Table of Contents.

Heading 8:
Used for Main Annex titles in Specifications (3G TS) (e.g. Annex A (normative): ).

Heading 9:
Used for Main Annex titles in Reports (3G TR) (e.g. Annex A: ).

4.2
Other common styles

Normal:
Used for main document text.

NO:
Used for Notes in the text (Allows Tab and Indent). See example below.

NW:
Same as NO, but Without line space after. Used when there are many notes in sequence.

NOTE 1:
This is an example of a note formated in style NW. The style is designed to allow space for note numbering and line wrap with a hanging indent. There is no line space after.

NOTE 2:
This is an example of a note formated in style NO. The style is designed to allow space for note numbering and line wrap with a hanging indent. There is a line space after.

Bullet styles:
The following bullet styles are provided.

B1:
Bullet level 1 for main bullet points.

B2:
Bullet level 2 for sub bullets.

B3-B5:
for further sub bullets.

NOTE:
Bullets are usually formatted manually, using a hyphen ( - ) or alphanumeric identifiers: a), b),  or 1), 2) etc. followed by a tab character. Automatic bullet features should not be used as they may be lost if template styles are re-applied later.

Table styles:
TAH, TAL, TAC, TAR, TAN, for TAble Headers, Left justified, Centred, Right justified and Notes in tables:  Style TH is used for the Table Heading (title or caption). See example below.

Table 1: Example of Table styles

Col 1 Header (TAH)
Col 2 Header (TAH)
Col 3 Header (TAH)

Left Justified (TAL)
Centred (TAC)
Right Justified (TAR)

NOTE:
A special style is provided for notes within a table (TAN).

Figure Styles:
Figures and graphics are formatted with style "TH" which keeps the figure with the following paragraph, usually the figure title. Figure Titles (captions) are formatted with style "TF". See example below.


[image: image2.wmf]Ensure the graphic is not set to "float over

text" as this is not visible in Normal View.

 


Figure 1: Example figure layout. To remove "float over text" select the graphic and "Format Object ..." - De‑select "float over text" in the Position Tab

Annexes are only to be used where appropriate:

Annex <A> (normative):
<Normative annex title>

Annex <B> (informative):
<Informative annex title>

Annexes are labeled A, B, C, etc. and designated either "normative" or "informative" depending on their content (informative annexes do not comprise requirements for the implementation of the specification).

B.1
Heading levels in an annex

Heading levels within an annex are used as in the main document, but for Heading level selection, the "A.", "B.", etc. are ignored. e.g. B.1.2 is formatted using Heading 2 style.

Bibliography

The Bibliography is optional. If it exists, it shall follow the last annex in the document.

The following material, though not specifically referenced in the body of the present document (or not publicly available), gives supporting information.

Bibliography format

-
<Publication>: "<Title>".

OR

<Publication>: "<Title>".

Annex <X> (informative):
Change history

It is usual to include an annex (usually the final annex of the document) for specifications under TSG change control which details the change history of the specification using a table as follows:

Change history

Date
TSG #
TSG Doc.
CR
Rev
Subject/Comment
Old
New
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