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Reason for change:
(

The notification IRP IS has been enhanced for Release 4 : release 99 features have been re-written in a way which is completely protocol and technology independent as it should be for an Information Service. This change was made necessary to support the alarm IRP IS Release 4 and all future IRPs that will use notification services.




Summary of change:
(

As a result of this re-write exercise, the following changes are made : 

· information specification is refined, clarified and completed by using UML compliant diagrams and specific templates, 

· operations and notifications behaviour is provided, using pre-conditions and post-conditions, 

· eventType and extendedEventType parameters are removed and only the corresponding semantic is kept, 

· definition of notificationCategory is clarified,

· operation getNotificationCategories is slightly updated to be more implementation independent and to capture the new definition of notificationCategory,

· operation getNotificationIRPVersion is generalized to all IRPs and moved to 32.112-2 Generic IRP Management: IS

· add optional operations getOperationProfile() and getNotificationProfile(). These operations are specified in 32.112-2 Generic IRP Management: IS.  They are inherited by this IS.

Note : According to the decision to split R99 Configuration Management documents (32.106 series) and to adopt a new numbering scheme, notification IRP IS will move from 32.106-2 to 32.301-2. There will be no 32.106-2 R4 document but a 32.301-2 document instead.




Consequences if 
(

not approved:
There would not be any Notification IRP IS Release 4, alarm IRP IS Release 4 specification would not be complete.
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All, the entire document is reworked
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