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6.4.2.4
MOC IubLink
The ’Iub link’ managed object is the logical link to a NodeB as seen from the RNC. For more information about the RNC, see 3GPP TS 23.002 [15]. 

It inherits from ManagedFunction.

Table 1: Attributes of IubLink

Name
Qualifier
Description

iubLinkId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-ONLY, M
A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

iubLink-UtranCell
READ-ONLY, M
The value of this attribute shall be a list of the DN(s) of the related UtranCell instance(s). This is a reference attribute modelling the role (of the association AssociatedWith) that this IubLink is associated with 0-N UtranCells. 

iubLink-NodeBFunction
READ-ONLY, M
The value of this attribute shall be the DN of the related NodeBFunction instance. This is a reference attribute modelling the role (of the association ConnectedTo) that this IubLink is connected to 0-1 NodeBFunction.

Table 2: Notifications of IubLink
Name
Qualifier
Notes

notifyAckStateChanged
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyAttributeValueChange
O


notifyChangedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyClearedAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyNewAlarm
See Alarm IRP (3GPP TS 32.111-2 [11])


notifyObjectCreation
O


notifyObjectDeletion
O


6.4.3.2
Association AssociatedWith (M)

This bi-directional association models the relationship between the IubLink and UtranCell. It has two roles, named IubLink-UtranCell and UtranCell-IubLink. These two roles model each MOC’s association with the other MOC. Each role is in the MOC definition mapped to a reference attribute with the same name.
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