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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

3G
3rd Generation

AN
Access Network

ATM
Asynchronous Transfer Mode

AuC
Authentication Centre
BG
Border Gateway

BSC
Base Station Controller
BSS
Base Station Subsystem

BTS
Base Transceiver Station
CAMEL
Customised Application for Mobile network Enhanced Logic
CBC
Cell Broadcast Centre
CBS
Cell Broadcast Service

CMIP
Common Management Information Protocol

CMIS
Common Management Information Service

CMISE
Common Management Information Service Element

CN
Core Network

CORBA
Common Object Request Broker Architecture

DCN
Data Communication Network

DECT
Digital Enhanced Cordless Telecommunications

DSS1
Digital Subscriber System 1

EIR
Equipment Identity Register
F/W
Firewall


GCR
Group Call Register
GDMO
Guidelines for the Definition of Managed Objects

GGSN
Gateway GPRS Support Node

GMLC
Gateway Mobile Location Centre
GPRS
General Packet Radio Service

GW
GateWay
HLR
Home Location Register

HTML
HyperText Markup Language

HTTP
HyperText Transfer Protocol

HW
Hardware

IDL
Interface Definition Language

IIOP
Internet Inter-ORB Protocol

IM
Information Model

INAP
Intelligent Network Application Part

IP
Internet Protocol

IRP
Integration Reference Point

IS
Information Service

ISDN
Integrated Services Digital Network
IWU
Inter Working Unit
IWF
InterWorking Function
LCS
Location Services
LMU
Location Measurement Unit
MD
Mediation Device

ME
Mobile Equipment
MeXE
Mobile Execution Environment
MIB
Management Information Base

MMI
Man-Machine Interface
MNP-SRF
Mobile Number Portability
MT
Mobile Termination

MSC
Mobile service Switching Centre

NE
Network Element

NPDB
Number Portability Data Base
NR
Network Resource

NRM
Network Resource Model

NSS
Network Switching Subsystem


OMG
Object Management Group

OS
Operations System

OSF
Operations System Functions

PDH
Plesiochronous  Digital Hierarchy

PSA
Product Specific Applications

PSTN
Public Switched Telephone Network

QA
Q‑Adapter


RNC
Radio Network Controller

RNS
Radio Network Subsystem
RSVP
Resource ReserVation Protocol

SDH
Synchronous Digital Hierarchy

SGSN
Serving GPRS Support Node


SMI
Structure of Management Information

SMLC
Serving Mobile Location Centre
SMS-GMSC
Short Message Service
SNM
Sub-Network Manager

SNMP
Simple Network Management Protocol

SS
Solution Set

SS7
Signalling System No. 7

SW
Software

TDMA
Time Division Multiplexing Access

TE
Terminal Equipment
TM
Telecom Management

TMN
Telecommunications Management Network as defined in ITU‑T Recommendation M.3010 [1].

UML
Unified Modelling Language

UMTS
Universal Mobile Telecommunications System

USIM
Universal Subscriber Identity Module

UTRAN
Universal Terrestrial Radio Access Network 

VHE
Virtual Home Environment

VLR
Visitor Location Register

WAP
Wireless Application Protocol
WBEM
Web Based Enterprise Management

WDMA
Wideband  Division Multiple Access

WS
Workstation
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