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6.3.5
MOC ExternalGsmCell
This Managed Object Class represents a radio cell controlled by another IRPAgent. This MOC has necessary attributes for inter-system handover.  It contains a subset of the attributes of related MOCs controlled by another IRPAgent. To maintain the consistency between the attribute values of these two MOCs is outside the scope of this document.

Table 10: Attributes of ExternalGsmCell
Name
Qualifier
Description

externalGsmCellId
READ-ONLY, M
An attribute whose ‘name+value’ can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

userLabel
READ-WRITE, M
A user friendly (and user assigned) name of 

the associated object.

cellIdentity
READ-WRITE, M
Cell identity, (3GPP TS 24.008 [3])

bcchFrequency
READ-WRITE, M
This attribute contains the absolute radio frequency channel number of the BCCH channel of the GSM cell.

ncc
READ-WRITE, M
Network Colour Code, NCC (part of BSIC. Ref 3GPP TS 44.018 [4]).

bcc
READ-WRITE, M
Base station colour code, BCC (part of BSIC. Ref 3GPP TS 44.018 [4]).

lac
READ-WRITE, M
Location Area Code, LAC (Ref 3GPP TS 24.008 [3]).

mcc
READ-WRITE,M
Mobile Country Code (Ref 3GPP TS 23.003 [8])

mnc
READ-WRITE,M
Mobile Network  Code (Ref 3GPP TS 23.003 [8])

rac
READ-WRITE, O
Routing Area Code, RAC. Ref 3GPP TS 44.018 [4].

See Note for the optional condition.

racc
READ-WRITE, O
Routing Area Colour Code, RACC. Ref 3GPP TS 44.018 [4].

See Note for the optional condition.











NOTE:
This attribute shall be included if the cell is a GPRS cell.



Table11: Notifications of ExternalGsmCell
Name
Qualifier
Notes

notifyAttributeValueChange
O


notifyObjectCreation
O


notifyObjectDeletion
O
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