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To provide facility so that CM IRPManager can find out the NRM SS versions, including vendor specific extended NRM versions, supported by the IRPAgent.






Summary of change:
(

1) Add 1 operation to CM Kernel IS 
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not approved:
Bulk CM and Basic IRPManagers at run time cannot find out which NRM versions the IRPAgent is supporting.
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Operation getNRMIRPVersion (M)

?.?
Definition

The IRPManager wishes to find out the NRM SS versions supported by the IRPAgent.  The IRPAgent shall respond with a list of supported NRM SS IRPversion(s).  The list of returned NRM SS IRPversions (see , IRP document version number string of [?, i.e., TS 32.311] carried in the output parameter versionNumberList, indicates the 3GPP specified NRM SS IRPVersions.  An example of this return value can contain two IRPVersions, where one indicates the 3GPP Generic NRM IRPVersion while the other indicates the 3GPP UTRAN NRM IRPVersion.
It is expected that vendors may provide vendor-specific extended capabilities and features (VSE) that are based on a 3GPP published specification.  It is further expected that the vendor will publish these VSE in a document with an unambiguous identification.  
If an IRPAgent does not support VSE, the vSEVersionNumberList parameter shall contain no information.  
If an IRPAgent supports VSE, the vSEVersionNumberList parameter shall contain identification of one or more documents published by the vendor.  The versionNumberList shall contain the IRPVersions indicating the 3GPP SS specifications on which the VSE is based.
The convention to identify the vendor-specific document is not a subject of this specification.  It is recommended that (a) the name of the vendor and (b) the identification of the document and (c) its version number are part of this identification.  The inclusion of the part-(a) is to avoid possible name conflict in a multi-vendor environment.  An example would be “TS 32.642 V4.0 Ericsson v.1”.  This sample indicates the identification of a document published by Ericsson that specifies a list of VSE that is based on the 3GPP 32.642 V4.0.x”.
The lists returned by versionNumberList and vSEVersionNumberList shall not contain duplicates.  

?.?
Input parameters

None

?.?
Output parameters

Parameter Name
Qualifier
Matching Information
Comment

versionNumberList
M
ManagedGenericIRP.iRPVersion 
It carries one or more SS version numbers supported by the IRP.

vSEVersionNumberList
M
ManagedGenericIRP.iRPVersion
It carries one or more identifications of vendor published documents containing VSE NRMs specifications.

status
M
ENUM (Operation succeeded, Operation failed)
If operation_failed_internal_problem status = OperationFailed.

?.?
Pre-condition

None specific

?.?
Post-condition

None specific

?.?
Exceptions

None specific
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