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6.2.1
Inheritance hierarchy

Figures 4 and 5 show the inheritance hierarchy for the CN NRM. 
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Figure 4: CN NRM Inheritance Hierarchy 1




[image: image4.wmf]IwfFunction

SsfFunction

RSgwFunction

NpdbFunction

MnpSrfFunction

CgfFunction

MgwFunction

GmscServerFunction

BsFunction

ManagedFunction

(from 32.622)

)


Figure 5: CN NRM Inheritance Hierarchy 2

6.2.2
Containment/Naming and Association diagrams

Figures 6 and 7 show the containment/naming hierarchy and the associations of the CN NRM. 

NOTE:
The Managed Object containment/naming relationships are in the diagram(s) below indicated by UML “Aggregation by reference” (“hollow diamonds”).
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NOTE:
The listed cardinality numbers represent transient as well as steady-state numbers, and reflect all managed object creation and deletion scenarios.

Figure 6: CN NRM Containment/Naming and Association diagram 1
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Figure 7: CN NRM Containment/Naming and Association diagram 2

Each Managed Object is identified with a Distinguished Name (DN) according to 3GPP TS 32.300 [13] that expresses its containment hierarchy. As an example, the DN of a Managed Object representing a cell could have a format like: 

SubNetwork=Sweden,MeContext=MEC-Gbg-1,ManagedElement=MSC-Gbg-1,MscFunction=MSC-1.
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