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AT&T Wireless Services (AWS) asks SA5 to vote on the following propositions. Specifically AWS ask SA5 to vote on Proposition 1 and if that fails then to vote on Proposition 2. If Proposition 1 is agreed to then proposition 2 should not be voted on.

Proposition 1:

The 3GPP SA5 shall modify the IRP specified by TS 32.303 Notification IRP: Corba Solution Set and all Corba Solution Sets that use Notifications so that the Notifications sent over Itf-N from a 3GPP compliant agent will be compliant with ITU Q.816 subclause 6.2 NOTIF 7 and ITU Q.816 subclause 6.2 NOTIF 9 when appropriate allowed options are selected.  Specifically the compliance shall be achieved in the following manner.

1) Full names that are compliant with NOTIF 7 shall be used instead of the abbreviated names currently used in the Notification IRP.

2) Additional changes to the notification format to align it with the ITU format will also be made. The changes, which remain to be specifically agreed upon, shall not change the functionality of the 3GPP Notification IRP.

3) An optional Solution Set dependant parameter may be added (if this is the wish of SA5) to the subscribe Operation. This parameter will control the use of long or short names. If this parameter is not supported then long names will be used.

4) The 3GPP Notification IRP: Corba Solution Set will be modified so that it conforms to ITU Q.816 [2,10] subclause 6.2 NOTIF 9. This will be done by incorporating the OBF Quality of Service parameters, ConnectionReliability and EventReliability, into the solution set. These parameters will be set as follows: ConnectionReliability = Persistent and EventReliability = Persistent or EventReliability = BestEffort.

5) A Conformance section, which is now required by TS 32.102, be added to TS 32.303 that will state what is required for an implementation of TS 32.303 to claim conformance to the ITU Recommendation Q.816 [2,10]. Specifically, this conformance statement will include  the requirements that an implementation must meet in order to claim conformance to the ITU Corba Framework when the appropriate parameter values have been selected for the Subscribe Operation.

Proposition 2:

The 3GPP SA5 shall modify the IRP specified by TS 32.303 Notification IRP: Corba Solution Set and all Corba Solution Sets that use Notifications so that the Notifications sent over Itf-N from a 3GPP compliant agent will be compliant with ITU Q.816 subclause 6.2 NOTIF 7 and ITU Q.816 subclause 6.2 NOTIF 9 when appropriate allowed options are used.  SWG C shall find an acceptable approach.

