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4
Measurements related to the RNC

4.1
RAB management
4.1.1 Overview
4.1.1.1
Measurements are based on the success and failure of procedures

The proposed measurements are not merely based on the counting of a given type of message since a same message may be repeated by an implementation dependent process. The aim here is to provide implementation independent specification.

Proposed measurements are based on the success/failure of procedures identified in the reference documents. The end of a procedure implies a stable state of the communication between the two involved parties. This stable state is normally the object of a common understanding from the two parties. As a consequence, proposed measurements are attached either to the successful or the unsuccessful issue of a procedure.

4.1.1.2
Combination of Traffic Class and Core Network domains
A Radio Access Bearer is characterized by several QOS parameters among them is the Traffic Class. Currently there are not any 3GPP specifications including TS 23.107 (8( in which may be found restrictions related to the possible combinations between Traffic Class and Core Network domain.

Consequently, as a conservative position, this specification should leave open every possible combination between Traffic Class and Core Network domain as specification TS 23.107 (8( does.

4.1.1.3
Considered Radio Access Bearer management procedures

Performance Measurement definitions in this section are based on the TS 25.413 “UTRAN Iu Interface RANAP Signalling” document [5].

The following paragraphs of this document  are of interest for our purpose:

RAB Assignment

RAB Release Request

RAB ASSIGNMENT REQUEST

RAB ASSIGNMENT RESPONSE

RAB RELEASE REQUEST

These paragraphs show in particular the following diagrams:
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Figure 1: RAB Assignment procedure. Successful operation.
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Figure 2: RAB Release Request procedure.

4.1.2

RAB assignment for CS domain
The five measurement types defined in the clause 4.1.2 for CS domain are subject to the "4 out of 5 approach".

4.1.2.1
Attempted RAB establishments for CS domain

a) This measurement provides the number of RAB assignment attempts for CS domain. The measurement is pegged by traffic class.

b) CC.

c) On receipt by the RNC of a RANAP RAB ASSIGNMENT REQUEST message for CS domain, each RAB assignment request is added to the relevant measurement according to the traffic class requested. See TS 25.413 and TS 23.107.

d) Four integer values.

e) RAB.AttEstabCS.Conv 
RAB.AttEstabCS.Strm
RAB.AttEstabCS.Intact
RAB.AttEstabCS.Bgrd

f) RNCFunction.

g) Valid for circuit switched traffic.

h) UMTS.

4.1.2.2
Successful RAB establishments without queuing for CS domain

a) This measurement provides the number of successfully established RABs for CS domain in which a queuing process has not been involved. The measurement is pegged by traffic class.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for CS domain, each successfully established RAB is added to the relevant measurement according to the traffic class requested in the RAB ASSIGNMENT REQUEST message. See TS 25.413 and TS 23.107. 

NOTE:
The addition is performed with the condition the RAB has not been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE. 

d) Four integer values.

e) RAB.SuccEstabCSNoQueuing.Conv
RAB.SuccEstabCSNoQueuing.Strm
RAB.SuccEstabCSNoQueuing.Intact
RAB.SuccEstabCSNoQueuing.Bgrd

f) RNCFunction.

g) Valid for circuit switched traffic.

h) UMTS.

4.1.2.3
Failed RAB establishments without queuing for CS domain

a) This measurement provides the number of RAB establishment failures for CS domain in which a queuing process has not been involved. The measurement is pegged by failure cause.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for CS domain, each RAB failed to establish is added to the relevant measurement according to the failure cause. Possible causes are included in TS 25.413. The sum of all supported per cause measurements shall equal the total number of RAB Establishment Failures. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.

NOTE:
The addition is performed with the condition the RAB has not been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes supported plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form RAB.FailEstabCSNoQueuing.Cause
where Cause identifies the failure cause.

f) RNCFunction.

g) Valid for circuit switched traffic.

h) UMTS.

4.1.2.4
Successful RAB establishments with queuing for CS domain

a) This measurement provides the number of successfully established RABs for CS domain in which a queuing process has been involved. The measurement is pegged by traffic class.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for CS domain, each successfully established RAB is added to the relevant measurement according to the traffic class. See TS 25.413 and TS 23.107.

NOTE:
The addition is performed with the condition the RAB has been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE.

d) Four integer values.

e) RAB.SuccEstabCSQueuing.Conv
RAB.SuccEstabCSQueuing.Strm
RAB.SuccEstabCSQueuing.Intact
RAB.SuccEstabCSQueuing.Bgrd

f) RNCFunction.

g) Valid for circuit switched traffic.

h) UMTS.

4.1.2.5
Failed RAB establishments with queuing for CS domain

a) This measurement provides the number of RAB establishment failures for CS domain in which a queuing process has been involved. The measurement is pegged by failure cause.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for CS domain, each RAB failed to establish is added to the relevant measurement according to the cause. Possible causes are included in TS 25.413. The sum of all supported per cause measurements shall equal the total number of RAB Establishment Failures. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.

NOTE:
The addition is performed with the condition the RAB has been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE. 

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form RAB.FailEstabCSQueuing.Cause
where Cause identifies the failure cause.

f) RNCFunction.

g) Valid for circuit switched traffic.

h) UMTS.

4.1.3

RAB assignment for PS domain

The five measurement types defined in the clause 4.1.3 for PS domain are subject to the "4 out of 5 approach".
4.1.3.1
Attempted RAB establishments for PS domain

a) This measurement provides the number of RAB assignment attempts for PS domain. The measurement is pegged by traffic class.

b) CC.

c) On receipt by the RNC of a RANAP RAB ASSIGNMENT REQUEST message for PS domain, each RAB assignment request is added to the relevant measurement according to the traffic class requested. See TS 25.413 and TS 23.107. 

d) Four integer values.

e) RAB.AttEstabPS.Conv
RAB.AttEstabPS.Strm
RAB.AttEstabPS.Intact
RAB.AttEstabPS.Bgrd

f) RNCFunction.

g) Valid for packet switched traffic.

h) UMTS.

4.1.3.2
Successful RAB establishments without queuing for PS domain

a) This measurement provides the number of successfully established RABs for PS domain in which a queuing process has not been involved. The measurement is pegged by traffic class.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for PS domain, each successfully established RAB is added to the relevant measurement according to the traffic class. See TS 25.413 and TS 23.107. 

NOTE:
The addition is performed with the condition the RAB has not been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE.

d) Four integer values.

e) RAB.SuccEstabPSNoQueuing.Conv
RAB.SuccEstabPSNoQueuing.Strm
RAB.SuccEstabPSNoQueuing.Intact 
RAB.SuccEstabPSNoQueuing.Bgrd

f) RNCFunction.

g) Valid for packet switched traffic.

h) UMTS.

4.1.3.3
Failed RAB establishments without queuing for PS domain

a) This measurement provides the number of RAB establishment failures for PS in which a queuing process has not been involved. The measurement is pegged by failure cause.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for PS domain, each RAB failed to establish is added to the relevant measurement according to the failure cause. Possible causes are included in TS 25.413. The sum of all supported per cause measurements shall equal the total number of RAB Establishment Failures. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.

NOTE:
The addition is performed with the condition the RAB has not been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form RAB.FailEstabPSNoQueuing.Cause
where Cause identifies the failure cause.

f) RNCFunction.

g) Valid for packet switched traffic.

h) UMTS.

4.1.3.4
Successful RAB establishments with queuing for PS domain

a) This measurement provides the number of successfully established RABs for PS domain in which a queuing process has been involved. The measurement is pegged by traffic class.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for PS domain, each successfully established RAB is added to the relevant measurement according to the traffic class. See TS 25.413 and TS 23.107. 

NOTE:
The addition is performed with the condition the RAB has been mentioned as queued in a previous RANAP RAB ASSIGNMENT RESPONSE.

d) Four integer values.

e) RAB.SuccEstabPSQueuing.Conv
RAB.SuccEstabPSQueuing.Strm
RAB.SuccEstabPSQueuing.Intact
RAB.SuccEstabPSQueuing.Bgrd

f) RNCFunction.

g) Valid for packet switched traffic.

h) UMTS.

4.1.3.5

Failed RAB establishments with queuing for PS domain

a) This measurement provides the number of RAB establishment failures for PS domain in which a queuing process has been involved. The measurement is pegged by failure cause.

b) CC.

c) On transmission by the RNC of a RANAP RAB ASSIGNMENT RESPONSE message for PS domain, each RAB failed to establish is added to the relevant measurement according to the cause. Possible causes are included in TS 25.413. The sum of all supported per cause measurements shall equal the total number of RAB Establishment Failures. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form RAB.FailEstabPSQueuing.Cause
where Cause identifies the failure cause.

f) RNCFunction.

g) Valid for packet switched traffic.

h) UMTS.

4.1.4
RAB release

4.1.4.1
RAB releases for CS domain

a) This measurement provides the number of RAB releases for CS domain pegged by cause.

b) CC.

c) On transmission by the RNC of a RANAP RAB RELEASE REQUEST message for CS domain, each RAB requested to be released is added to the relevant per cause measurement. Possible causes are included in TS 25.413. The sum of all supported per cause measurements shall equal the total number of RAB Releases for the CS domain. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form RAB.RelCS.Cause
where Cause identifies the release cause.

f) RNCFunction.

g) Valid for circuit switched traffic.

h) UMTS.

4.1.4.2
RAB releases for PS domain

a) This measurement provides the number of RAB releases for PS domain pegged by cause.

b) CC.

c) On transmission by the RNC of a RANAP RAB RELEASE REQUEST message for PS domain, each RAB requested to be released is added to the relevant per cause measurement. Possible causes are included in TS 25.413. The sum of all supported per cause measurements shall equal the total number of RAB Releases for the PS domain. In case only a subset of per cause measurements is supported, a sum measurement subtype will be provided first.

d) Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.

e) The measurement name has the form RAB.RelPS.Cause 
where Cause identifies the release cause.

f) RNCFunction.

g) Valid for packet switched traffic.

h) UMTS.
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