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Table 2: Mapping from IS subscribe parameters to SS attach_push equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	●●●

	filter
	ManagedGenericIRPConstDefs::StringTypeOpt filter (see NOTE 2)
	O

	●●●


Table 3: Mapping from IS subscribe parameters to SS attach_push_b equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	●●●

	filter
	ManagedGenericIRPConstDefs::StringTypeOpt filter  (see NOTE 2)
	O

	●●●


Table 4: Mapping from IS subscribe parameters to SS attach_pull equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	●●●

	filter
	ManagedGenericIRPConstDefs::StringTypeOpt filter (see NOTE 2)
	O

	●●●


●●●
Table 7: Mapping from IS getSubscriptionStatus parameters to SS equivalents
	IS Operation parameter
	SS Method parameter
	Qualifier

	●●●

	filterInEffect
	ManagedGenericIRPConstDefs::StringTypeOpt filter_in_effect 
	O

	●●●


●●●
Annex A (normative):
IDL Specification (file name “ManagedGenericIRPConstDefs.idl”)

●●●
module ManagedGenericIRPConstDefs

{

●●●
   /*

   List of all methods and their associated parameters.

   */

   typedef sequence <Method> MethodList;

   /*
   StringTypeOpt is a type carrying an optional parameter.

   If the boolean is TRUE, than the value is present.

   Otherwise the value is absent.
   */

   union StringTypeOpt switch (boolean)

   {

      case TRUE: string value;

   };

   /*
   ShortTypeOpt is a type carrying an optional parameter.

   If the boolean is TRUE, than the value is present.

   Otherwise the value is absent.
   */

   union ShortTypeOpt switch (boolean)

   {

      case TRUE: short value;

   };

   /*

   UnsignedShortTypeOpt is a type carrying an optional parameter.

   If the boolean is TRUE, than the value is present.

   Otherwise the value is absent.

   */

   union UnsignedShortTypeOpt switch (boolean)

   {

      case TRUE: unsigned short value;

   };

   /*

   LongTypeOpt is a type carrying an optional parameter.

   If the boolean is TRUE, than the value is present.

   Otherwise the value is absent.

   */

   union LongTypeOpt switch (boolean)

   {

      case TRUE: long value;

   };

   /*
   UnsignedLongTypeOpt is a type carrying an optional parameter.

   If the boolean is TRUE, than the value is present.

   Otherwise the value is absent.

   */

   union UnsignedLongTypeOpt switch (boolean)

   {

      case TRUE: unsigned long value;

   };

};

#endif

●●●
IDL Specification (file name “NotificationIRPSystem.idl”)

●●●
module NotificationIRPSystem

{

●●●
   interface NotificationIRP

   {

●●●
      NotificationIRPConstDefs::SubscriptionId attach_push (

         in string manager_reference,

         in unsigned long time_tick,

         in NotificationIRPConstDefs::NotificationCategorySet

             notification_categories,

         in ManagedGenericIRPConstDefs::StringTypeOpt filter

      )

      raises (Attach, ManagedGenericIRPSystem::ParameterNotSupported,

              ManagedGenericIRPSystem::InvalidParameter, AlreadySubscribed,

              AtLeastOneNotificationCategoryNotSupported);

      NotificationIRPConstDefs::SubscriptionId attach_push_b (

         in string manager_reference,

         in unsigned long time_tick,

         in NotificationIRPConstDefs::NotificationCategorySet

             notification_categories,

         in ManagedGenericIRPConstDefs::StringTypeOpt filter,

         out CosNotifyChannelAdmin::SequenceProxyPushSupplier system_reference

      )

      raises (Attach, ManagedGenericIRPSystem::OperationNotSupported,

              ManagedGenericIRPSystem::ParameterNotSupported,

              ManagedGenericIRPSystem::InvalidParameter,

              AlreadySubscribed, AtLeastOneNotificationCategoryNotSupported);

      NotificationIRPConstDefs::SubscriptionId attach_pull (

         in string manager_reference,

         in unsigned long time_tick,

         in NotificationIRPConstDefs::NotificationCategorySet

             notification_categories,

         in ManagedGenericIRPConstDefs::StringTypeOpt filter,

         out CosNotifyChannelAdmin::SequenceProxyPullSupplier system_reference

      )

      raises (Attach, ManagedGenericIRPSystem::OperationNotSupported,

              ManagedGenericIRPSystem::ParameterNotSupported,

              ManagedGenericIRPSystem::InvalidParameter,

              AlreadySubscribed, AtLeastOneNotificationCategoryNotSupported);

●●●
      /*

      Check the current state of the subscription.

      */

      NotificationIRPConstDefs::NotificationCategorySet get_subscription_status

      (

         in string subscription_id,

         out ManagedGenericIRPConstDefs::StringTypeOpt filter_in_effect,

         out NotificationIRPConstDefs::SubscriptionState subscription_state,

         out long time_tick

      )

      raises (GetSubscriptionStatus,

          ManagedGenericIRPSystem::OperationNotSupported,

          ManagedGenericIRPSystem::InvalidParameter);

●●●
};

#endif

●●●
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