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7.5
Data Record Format Version for CDRs

The CDR release and versions numbers are defined by the ‘Data Record Format Version’, in octet 6 and 7 of the Data Record Packet IE, shown in Figure 13.  The format of this field is depicted in Figure 20.

The first octet (#6 in Data Record Packet IE) is divided into two fields each with 4 bits.  The first field (octet 6, bits 8-5 in Fig 20) identifies the application.  The second field (bits 4-1 of octet 6) identifies the release.  For charging purposes, the Application Identifier has a value of ‘1’ (decimal).  Other possible applications of GTP’ may use different numbers.  The Release Identifier indicates the TS release used to encode the CDR.  The following values are used to identify the CDR release:

· ‘2’ (decimal) for R98,

· ‘3’ (decimal) for R99,
· ‘4’ (decimal) for R4, and

· ‘5’ (decimal) for R5.
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The second octet (#7) identifies the version of the TS used to encode the CDR.  For R98, the version number is 1 for all versions.  For R99, R4 and R5 the decimal values of the Version identifiers are listed in Table 14a.  Note that the value must be ‘1’ or larger.

Figure 20:  The Format of the Data Record Format Version Field

Table 14a:  The decimal value of the Version Identifier used in R99, R4 and R5 CDRs

	Value
	R99
	R4
	R5

	1
	TS 32.015 v3.0.0
	TS 32.215 v4.0.0
	TS 32.215 v5.0.0

	2
	TS 32.015 v3.1.0
	TS 32.215 v4.1.0
	TS 32.215 v5.1.0

	3
	TS 32.015 v3.1.1
	TS 32.215 v4.2.0
	

	4
	TS 32.015 v3.2.0
	
	

	5
	TS 32.015 v3.3.0
	
	

	6
	TS 32.015 v3.4.0
	
	

	7
	TS 32.015 v3.5.0
	
	

	8
	TS 32.015 v3.6.0
	
	

	9
	TS 32.015 v3.7.0
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