Page 1



3GPP TSG-SA5 (Telecom Management)
S5-024430

Meeting #31, Atlanta/GEORGIA, USA, 7-11 October 2002

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.225
	CR
	CRNum
	(

rev
	-
	(

Current version:
	5.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Clarification to the table 5.10 

	
	

	Source:
(

	NOKIA (Benni.Alexander@Nokia.com)

	
	

	Work item code:
(

	OAM-CH
	
	Date: (

	20/09/2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	CDR-field Retransmission is missing from the table 5.10.

	
	

	Summary of change:
(

	According to table 5.8 also P-CSCF can re-send ACRs in connection failures with AVP Re-Transmission. The corresponding CDR field is missing from the table 5.10.

	
	

	Consequences if 
(

not approved:
	Billing System will not receive information about the possible duplicate CDRs from CCF.

	
	

	Clauses affected:
(

	5.2.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Change in Clause 5.2.3.2 

5.2.3.2
Charging data in P-CSCF (P-CSCF-CDR)

Table 5.10: P-CSCF Charging Data (P-CSCF-CDR)

	Field
	Category
	Description

	Record Type
	MO
	Identifies the type of record: P-CSCF-CDR.

	Retransmission
	Co
	This parameter, when present, indicates that information from retransmitted Diameter ACRs has been used in this CDR.

	Event Type
	MO
	Reflects the type of chargeable telecommunication service/event for which the CDR is generated, such as: "session", "register", "subscribe".

	Role of Node
	MO
	Specifies the role of the CSCF if relevant for the chargeable telecommunication service/event, which is either:

Originating role (serving A)

Terminating role (serving B)

	Node Address
	MO
	The address of the node providing the information for the CDR.

	Session ID
	MO
	The Session identification. For a SIP session the Session ID contains the SIP Call ID as defined in the Session Initiating Protocol.

	Calling Party Address (Public User ID)
	MO
	The address of the party initiating a session (SIP URL, E.164 …)

	Called Party Address (Public User ID) 
	MO
	The address of the party to whom a session is established (SIP URL, E.164 …)

	Served party IP Address
	MO
	Holds the IP address of either the calling or called party, depending on whether the proxy is in touch with the calling or the called party

	Record Opening Time
	MO
	A time stamp reflecting the time the CCF opened this record.

	Record Closure Time
	MO
	A Time stamp reflecting the time the CCF closed the record.

	Inter Operator Identifier(s)
	CO
	Holds the identification of the network neighbours (originating and terminating) if exchanged via SIP signalling.

	Local Record Sequence Number
	MO
	Contains a unique record number created by this CCF.

	Partial Record Sequence Number
	CO
	The partial record number, if partial records are generated.

	Cause for Record Closure
	MO
	Identifies the reason for CDR closure, such as: time limit, service change (e.g. change in media components), network internal reasons, end of session, tariff time change.

	IMS Charging Identifier (ICID)
	MO
	Holds the ICID as received from the P-CSCF.

	List of Session Modifications
	MO
	List of session information exchanged via SIP signalling by the user agent(s) and the related timestamps.

	
	SIP Request Timestamp
	CO
	This parameter contains the time of the initial SIP Request (usually a (Re)Invite), as provided by the P-CSCF. Only present if the CDR is opened by the reception of an ACR containing the time stamp.

	
	SIP Response Timestamp
	CO
	This parameter contains the time of the response to the initial SIP Request (usually a 200 OK), as provided by the P-CSCF. Only present if the CDR is opened by the reception of an ACR containing the time stamp.

	
	SDP Media Component
	CO
	Holds the media components if specified in the SDP data.



	
	Media Initiator flag
	CO
	This is a flag that is present only if the called party requested the session modification.

	
	Authorised QoS
	CO
	Authorised QoS as defined in TS 23.207 7] / TS 29.207 [8] and applied via the Go interface

	
	GPRS Charging ID
	CO
	If IMS is accessed via GPRS, the GPRS charging id generated by the GGSN whose address is contained in the parameter "GGSN Address".

	GGSN Address
	CO
	Holds the IP-address of the GGSN that was used for the SIP session, if IMS is accessed via GPRS.

	Cause
	MO
	A more specific reason for the closure of the CDR. The possible values of this parameter depend on the "Cause for Record Closure".

	User-to-User Data
	CO
	This parameter will describe the user-to-user data, if carried in the SIP signaling.

	Record Extensions
	CO
	A set of operator/manufacturer specific extensions to the record, conditioned upon existence of an extension.


End of Change in Clause 5.2.3.2
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