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Starting a Trace Session

Trace Session is started in a CN NE, when it receives the Trace Session activation command. 

In case of management activation the Trace activation command is coming from the management system.

In case of signalling activation the Trace activation command can come from other NE (e.g. from HSS) or from the management system depending on the type of the NE. (If the NE is an HSS the Trace activation command is always coming from the management system) The Trace control and configuration parameters (list of NE types where to Trace) will define whether the NE shall send Trace activation messages towards other NE. 

Starting a Trace Recording Session

A Trace Recording Session starts in a NE when it detects a triggering events defined in the Trace control and configuration parameters. 

· Management activation:

The Trace Recording Session can start only in a NE, if the IMSI (in case of subscriber Trace in CS and PS domain), Public ID (in case of subscriber Trace in IMS) or the IMEI(SV) (in case of MS Trace in CS and PS domain) is available. 

The Trace Recording Session is always started according to the Trace control and configuration parameters in that NE where the Trace Session was activated. The Trace Recording Session Reference shall be allocated by the NE at the beginning of the Trace Recording Session. 

· Signalling activation:

Trace Recording Session is started, when any of the event of the triggering event, occurs. If the CN NE is an MSS or SGSN than it shall allocate the Trace Recording Session Reference at the begining of the Trace Recordig Session. 

Mobility Management during Trace Recording Session

It shall be possible to trace a subscriber or MS even in case of mobility during the Trace Recording Session. 

In case of signalling activation it means the following:

If inter-MSS handover occurs the trace session activation together with the trace control and configuration parameters shall be propagated from MSS-A to MSS-B.

If inter-SGSN routing area update occurs the trace session activation together with the trace control and configuration parameters shal be propagated from the one SGSN to the other one. 

