3GPP TSG-SA2 #30

             Tdoc S2-031006
Milan, Italy, 24th ~ 28th February, 2003                                              revised S2-030906  

Title:
Liaison Statement on GUP Interworking with Device Management
Release:
Release 6
Work Item:
GUP

Source:
SA2
To:
OMA DM WG, SA5 

CC:
T2, SA3
Contact Person:


Name:
Qing Xuan
E-mail Address: 
qing.xuan@vodafone.co.uk
Attachments:
23.240 1.0.0 
1. 
Overall Description

SA2 would like OMA DM WG/SA5 to consider about the relationship between GUP and Device management in detail. This liaison statement aims to increase the common understanding on the interworking between GUP and Device management.

In the current 32.802 v5.1.0 section 6.1.1.3, the UEM gateway is defined as “UE Managers use the UEM Gateway to provide transparent access to the UE client from various UE Managers. In this example, the UEM Gateway controls the access available to the UE Managers. It is assumed that the network operator will own the UEM Gateway”. This makes the UEM gateway appear similar to the GUP server, however, the GUP server does not just provide a single access with authentication and authorisation in a secure manner for UEM but also it finds the right data repository for device managers (routing) via Rp interface.

From the definition of the UEM Gateway and GUP server above, in order to avoid the overlap between GUP and Device management, SA2 would like OMA DM WG/SA5 to reference current 23.240 (specially Annex A) for device management interworking with GUP.
2. Actions 

TSG SA WG2 kindly asks OMA DM WG/SA5 to consider for Release 6 device management interworking with GUP as described above in ongoing work on GUP 23.240.

3. Date of Next TSG SA WG2 


TSG SA WG2 #31
7th – 11th April 2003
Seoul, Korea


TSG SA WG2 #32
12th – 16th May 2003
San Diego, USA






























































































