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Change in Introduction

Introduction

Configuration Management (CM), in general, provides the operator with the ability to assure correct and effective operation of the 3G network as it evolves. CM actions have the objective to control and monitor the actual configuration on the Network Elements (NEs) and Network Resources (NRs), and they may be initiated by the operator or by functions in the Operations Systems (OSs) or NEs.

CM actions may be requested as part of an implementation programme (e.g. additions and deletions), as part of an optimisation programme (e.g. modifications), and to maintain the overall Quality of Service (QOS). The CM actions are initiated either as single actions on single NEs of the 3G network, or as part of a complex procedure involving actions on many resources/objects in one or several NEs.
Due to the growing number of specifications to model new services and Resource Models for Configuration Management (CM), as well as the expected growth in size of each of them from 3GPP Release 4 onwards, a new structure of the specifications is already needed in Release 4. This structure is needed for several reasons, but mainly to enable more independent development and release for each part, as well as a simpler document identification and version handling. Another benefit would be that it becomes easier for bodies outside 3GPP, such as the ITU-T, to refer to telecom management specifications from 3GPP. The new structure of the specifications does not lose any information or functionality supported by the Release 1999. The restructuring also includes defining new IRPs for the Network Resource Model (NRM) parts of R99 Basic CM IRP (Generic, Core Network and UTRAN NRM). These IRPs are named "Network Resources IRP".

Further, the Notification IRP (in Release 1999: 32.106-1 to -4) and the Name convention for Managed Objects (in Release 1999: 32.106-8) have been moved to a separate number series used for specifications common between several management areas (e.g. CM, FM, PM).

Finally, in addition to the restructuring mentioned above, the need to define some new functionality and IRPs for CM compared to Release 1999, has also been identified. Firstly, a new Bulk CM IRP, and secondly an a GERAN Network Resources IRP, have been created. Thirdly, the Generic, UTRAN and GERAN Network Resources IRPs have been extended with support for GSM-UMTS Inter-system handover (ISH), and the 32.600 (Concept and High-level Requirements) has been modified to cover the high-level Bulk CM and ISH requirements. 

Table: Mapping between Release '99 and the new specification numbering scheme

	R99 Old no.
	Old (R99) specification title
	Rel-4 New no.
	New (Rel-4) specification title

	32.106-1
	3G Configuration Management: Concept and Requirements
	32.600
	3G Configuration Management: Concept and High-level Requirements

	32.106-1
	<Notification IRP requirements from 32.106-1 and 32.106-2>
	32.301
	Notification IRP: Requirements

	32.106-2
	Notification IRP: IS
	32.302
	Notification IRP: Information Service

	32.106-3
	Notification IRP: CORBA SS
	32.303
	Notification IRP: CORBA SS

	32.106-4
	Notification IRP: CMIP SS
	32.304
	Notification IRP: CMIP SS

	32.106-8
	Name convention for Managed Objects
	32.300
	Name Convention for Managed Objects 

	32.106-1
	<Basic CM IRP IS requirements from 32.106-1 and 32.106-5>
	32.601
	Basic CM IRP: Requirements

	32.106-5
	Basic CM IRP IM (Intro & IS part)
	32.602
	Basic CM IRP: Information Service

	32.106-6
	Basic CM IRP CORBA SS (IS related part)
	32.603
	Basic CM IRP: CORBA SS

	32.106-7
	Basic CM IRP CMIP SS (IS related part)
	32.604
	Basic CM IRP: CMIP SS

	32.106-8
	Name convention for Managed Objects
	32.300
	Name Convention for Managed Objects 

	-
	-
	32.611
	Bulk CM IRP: Requirements

	-
	-
	32.612
	Bulk CM IRP: Information Service

	-
	-
	32.613
	Bulk CM IRP: CORBA SS

	-
	-
	32.614
	Bulk CM IRP: CMIP SS 

	
	
	32.615
	Bulk CM IRP: XML file format definition

	32.106-1
	<Basic CM IRP Generic NRM requirements from 32.106-1 and 32.106-5>
	32.621
	Generic Network Resources IRP: Requirements

	32.106-5
	Basic CM IRP IM (Generic NRM part) 
	32.622
	Generic Network Resources IRP: NRM

	32.106-6
	Basic CM IRP CORBA SS (Generic NRM related part)
	32.623
	Generic Network Resources IRP: CORBA SS

	32.106-7
	Basic CM IRP CMIP SS (Generic NRM related part)
	32.624
	Generic Network Resources IRP: CMIP SS

	32.106-1
	<Basic CM IRP CN NRM requirements from 32.106-1 and 32.106-5>
	32.631
	Core Network Resources IRP: Requirements

	32.106-5
	Basic CM IRP IM (CN NRM part)
	32.632
	Core Network Resources IRP: NRM

	32.106-6
	Basic CM IRP CORBA SS (CN NRM related part)
	32.633
	Core Network Resources IRP: CORBA SS

	32.106-7
	Basic CM IRP CMIP SS (CN NRM related part)
	32.634
	Core Network Resources IRP: CMIP SS

	32.106-1
	<Basic CM IRP UTRAN NRM requirements from 32.106-1 and 32.106-5> 
	32.641
	UTRAN Network Resources IRP: Requirements

	32.106-5
	Basic CM IRP IM (UTRAN NRM part) 
	32.642
	UTRAN Network Resources IRP: NRM

	32.106-6
	Basic CM IRP CORBA SS (UTRAN NRM related part)
	32.643
	UTRAN Network Resources IRP: CORBA SS

	32.106-7
	Basic CM IRP CMIP SS (UTRAN NRM related part)
	32.644
	UTRAN Network Resources IRP: CMIP SS

	
	
	32.651
	GERAN Network Resources IRP: Requirements

	
	
	32.652
	GERAN Network Resources IRP: NRM

	
	
	32.653
	GERAN Network Resources IRP: CORBA SS

	
	
	32.654
	GERAN Network Resources IRP: CMIP SS


End of Change in Introduction

Change in Clause 1

1
Scope

The present document is part of an Integration Reference Point (IRP) named "GERAN Network Resources IRP", through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate Configuration Management information to one or several  'IRPManagers' (typically Network Managers) concerning GERAN resources. The "GERAN Network Resources IRP" comprises a set of specifications defining Requirements, a protocol neutral Network Resource Model (NRM) and corresponding Solution Set(s).

The present document specifies the protocol neutral GERAN Network Resources IRP: Network Resource Model. It reuses relevant parts of the generic NRM in [16], either by direct reuse or sub-classing, and in addition to that defines GERAN specific Managed Object Classes.

The Configuration Management (CM) area is very large. The intention is to split the specification of the related interfaces in several IRPs – as described in the Introduction clause above. An important aspect of such a split is that the Network Resource Models (NRMs) defined in different IRPs containing NRMs are consistent, and that NRMs supported by an IRPAgent implementation can be accessed as one coherent model through one IRP Information Service. 

To summarize, the present document has following main purpose: to define the applied GERAN specific Network Resource Model, based on the generic NRM in [16].

Finally, in order to access the information defined by this NRM, an IRP Information Service (IS) is needed, such as the Basic CM IRP: IS [17] or the Bulk CM IRP: IS [18]. However, which Information Service that is applicable is outside the scope of this document.

End of Change in Clause 1

Change in Clause 3.1

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply. For terms and definitions not found here, please refer to 3GPP TS 32.101 [1], 3GPP TS 32.102 [2] and 3GPP TS 32.600 [14].

Association: In general it is used to model relationships between Managed Objects. Associations can be implemented in several ways, such as:

(1) name bindings,

(2) reference attributes, and

(3) association objects.

This IRP stipulates that containment associations shall be expressed through name bindings, but it does not stipulate the implementation for other types of associations as a general rule. These are specified as separate entities in the object models (UML diagrams). Currently (in Release 99) however, all (non-containment) associations are modelled by means of reference attributes of the participating MOs. 

Managed Element (ME): An instance of the Managed Object Class ManagedElement, defined in [16].
Managed Object (MO): In the context of the present document, a Managed Object (MO) is a software object that encapsulates the manageable characteristics and behaviour of a particular Network Resource. The MO is instance of a MO class defined in a MIM/NRM. An MO class has attributes that provide information used to characterize the objects that belong to the class (the term "attribute" is taken from TMN and corresponds to a “property” according to CIM). Furthermore, an MO class can have operations that represent the behaviour relevant for that class (the term "operation" is taken from TMN and corresponds to a "method" according to CIM). An MO class may support notifications that provide information about an event occurrence within a network resource.
Management Information Base (MIB): A MIB is an instance of an NRM and has some values on the defined attributes and associations specific for that instance. In the context of the present document, an MIB consists of:

(1) a Name space (describing the MO containment hierarchy in the MIB through Distinguished Names),

(2) a number of Managed Objects with their attributes and

(3) a number of Associations between these MOs. Also note that TMN (ITU-T Recommendation X.710 [7]) defines a concept of a Management Information Tree (also known as a Naming Tree) that corresponds to the name space (containment hierarchy) portion of this MIB definition. Figure 3.1 depicts the relationships between a Name space and a number of participating MOs (the shown association is of a non-containment type)
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Figure 3.1: Relationships between a Name space and a number of participating MOs

Management Information Model (MIM): Also referred to as NRM – see the definition below. 
Name space: A name space is a collection of names. The IRP name convention (see 3GPP TS 32.300 [13]) restricts the name space to a hierarchical containment structure, including its simplest form - the one-level, flat name space. 
All Managed Objects in a MIB shall be included in the corresponding name space and the MIB/name space shall only support a strict hierarchical containment structure (with one root object). A Managed Object that contains another is said to be the superior (parent); the contained Managed Object is referred to as the subordinate (child). The parent of all MOs in a single name space is called a Local Root. The ultimate parent of all MOs of all managed systems is called the Global Root.

Network Resource Model (NRM): A model representing the actual managed telecommunications network resources that a System is providing through the subject IRP. An NRM describes Managed Object Classes, their associations, attributes and operations. The NRM is also referred to as "MIM" (see above), which originates from the ITU-T TMN. 

Node B: A logical node responsible for radio transmission/reception in one or more cells to/from the User Equipment. 
It terminates the Iub interface towards the RNC.

End of Change in Clause 3.1

Change in Clause 4.1

4.1
System context

Figure 4.1 and 4.2 identify system contexts of the IRP defined by the present specification in terms of its implementation called IRPAgent and the user of the IRPAgent, called IRPManager.  For a definition of IRPManager and IRPAgent, see 3GPP TS 32.102 [2]. 

The IRPAgent implements and supports this IRP. The IRPAgent can reside in an Element Manager (EM; for definition see 3GPP TS 32.101 [1]) or a Network Element (NE) (see also [2] clause 8). In the former case, the interface (represented by a thick dotted line) between the EM and the NEs is not the subject of this IRP. 



An IRPManager using this IRP shall choose one of the two System Contexts defined here, for each NE. For instance, if an EM is responsible for managing a number of NEs, the NM shall access this IRP through the EM and not directly to those NEs. For another IRP though, the System Context may be different.
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Figure 4.1: System Context A
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Figure 4.2: System Context B

End of Change in Clause 4.1

Change in Clause 6.2.2

6.2.2
Containment/Naming and Association diagrams

Figure 6.2 show the containment/naming hierarchy and the associations of the GERAN NRM. 

NOTE:
The Managed Object containment/naming relationships are in the diagram(s) below indicated by UML “Aggregation by reference” (“hollow diamonds”).
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NOTE 1:
ManagedElement may be contained in either a SubNetwork or an MeContext instance, or have no parent instance at all. See also [16].

NOTE 2:
The listed cardinality numbers represent transient as well as steady-state numbers, and reflect all managed object creation and deletion scenarios.

NOTE 3:
The association between UtranRelation and UranCell is optional. It may be valid if both the UtranCell and the GsmCell are managed by the same management node.

NOTE 4:
The GeranRelation and UtranRelation can be contained under MOCs defined in other NRMs.

Figure 6.2: GERAN NRM Containment/Naming and Association diagram

Each Managed Object is identified with a Distinguished Name (DN) according to 3GPP TS 32.300 [13] that expresses its containment hierarchy. As an example, the DN of a Managed Object representing a cell could have a format like:

SubNetwork=Sweden,MeContext=MEC-Gbg-1,ManagedElement=RNC-Gbg-1, BssFunction=BSS1.
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NOTE 1:
The listed cardinality numbers represent transient as well as steady-state numbers, and reflect all managed object creation and deletion scenarios.

NOTE 2:
Each instance of the vsDataContainer shall only be contained under one MOC. The vsDataContainer can be contained under MOCs defined in other NRMs.

Figure 6: GERAN NRM Containment/Naming and Association diagram

The vsDataContainer is only used for the Bulk CM IRP.

End of Change in Clause 6.2.2

End of Document

Annex A (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	Jun 2001
	S_12
	SP-010283
	--
	--
	Approved at TSG SA #12 and placed under Change Control
	2.0.0
	4.0.0

	Sep 2001
	S_13
	SP-010477
	001
	--
	Addition of mcc and mnc in the object model of GERAN
	4.0.0
	4.1.0

	Dec 2001
	S_14
	SP-010650
	002
	--
	Correction of references
	4.1.0
	4.2.0

	Jun 2002
	S_16
	SP-020305
	003
	--
	Addition of the attributes mcc and mnc in the object model of GERAN
	4.2.0
	4.3.0

	Jun 2002
	S_16
	SP-020305
	004
	--
	Correction of attribute descriptions in the Managed Object Class (MOC) GsmRelation of 32.652 (GERAN network resources IRP: NRM)
	4.2.0
	4.3.0

	Jun 2002
	S_16
	SP-020304
	005
	--
	Correction of supported IRP in system context
	4.2.0
	4.3.0

	Sep 2002
	S_17
	SP-020494
	006
	--
	UML corrections
	4.3.0
	4.4.0

	
	
	
	
	
	
	
	

































































































































































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_1074425650.doc


GERAN Network Resources IRP







Itf-N







NM







IRPManager







IRPAgent







EM







NEs












_1074425766.doc


GERAN Network Resources IRP







NM







IRPManager







IRPAgent







NE







Itf-N












_1088509596.doc
[image: image1.emf]Top


<<InformationObjectClass>>


MeContext


<<InformationObjectClass>>


ManagedElement


<<InformationObjectClass>>


0..1


0..1


#contains


0..1


#isContainedIn


0..1


meContext-managedElement


Subnetwork


<<InformationObjectClass>>


0..n


0..1


#contains


0..n


#isContainedIn


0..1


subNetwork-meContext


0..n


0..1


#contains


0..n


#isContainedIn


0..1


subNetwork-elementManager


BssFunction


<<InformationObjectClass>>...


>>


0..1


1


0..1


1


ExternalUtranCell (from 


32.642)


<<InformationObjectClass>>


0..n


1


0..n


1


ExternalGsmCell


<<InformationObjectClass>>...


>>


0..n


1


0..n


1


UtranCell (from 32.642)


<<InformationObjectClass>>...


>>


BtsSiteMgr


<<InformationObjectClass>>...


>>


0..n


1


0..n


1


UtranRelation (from 32.642)


<<InformationObjectClass>>


1


0..n


1


0..n


GsmRelation


<<InformationObjectClass>>


GsmRelation


<<InformationObjectClass>>


0..n


1


+gsmRelation-externalGsmCell


0..n


1


externalGsmNeighbourCellRelation


UtranRelation (from 32.642)


<<InformationObjectClass>>


1


0..n


1


0..n


GsmCell


<<InformationObjectClass>>...


>>


0..n


1


0..n


1


0..n


0..1


0..n


0..1


0..n


1


0..n


1


0..n


1


+gsmRelation-gsmCell


0..n


1


gsmNeighbourCellRelation


0..n


1


0..n


1


0..n


0..1


0..n


0..1





_1042753291.doc


Namespace (containment hierarchy)







MO







Association







MIB












_1052060227.doc










BtsSiteMgr











0..*















XOR



























vsDataContainer







(from Generic Model)











0..*























0..*







0..1























0..*



















GsmRelation







0..*







BssFunction











GsmCell












