Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-SA5 (Telecom Management)
S5-036774

Meeting #34bis, Cork, IRELAND, 10-18 July 2003

Source:
Ericsson

Title:
Rel-6 Network Qualifiers UTRAN Example

Document for:
Discussion

Agenda Item:


Work Item:
OAM-NIM
WT addressed
WTC1
Specs involved:


This example is based on 32.642 v5.1.1 (however, the attribute relationType in UtranRelation has been removed).

6.3
Information object classes definition
6.3.1
RncFunction

6.3.1.1
Definition

This IOC represents RNC functionality. For more information about the RNC, see 3GPP TS 23.002 [15].

6.3.1.2
Attributes

Table 1: Attributes of RncFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier
	Network Qualifier

	rncFunctionId
	+
	M
	M
	-
	I

	userLabel
	+
	M
	M
	M
	I

	mcc
	+
	M
	M
	M
	A

	mnc
	+
	M
	M
	M
	A

	rncId
	+
	M
	M
	M
	A


6.3.2
NodeBFunction

6.3.2.1
Definition

This IOC represents Node B functionality. For more information about the Node B, see 3GPP TS 23.002 [15].  

6.3.2.2
Attributes

Table 2: Attributes of NodeBFunction

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier
	Network Qualifier

	nodeBFunctionId
	+
	M
	M
	-
	I

	userLabel
	+
	M
	M
	M
	I

	nodeBFunction-IubLink
	+
	M
	M
	-
	I


6.3.3
UtranCell

6.3.3.1
Definition

This IOC represents a radio cell controlled by the RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

6.3.3.2
Attributes

Table 3: Attributes of UtranCell
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier
	Network Qualifier

	utranCellId
	+
	M
	M
	-
	I

	userLabel
	+
	M
	M
	M
	I

	cId
	+
	M
	M
	M
	A

	localCellId
	+
	M
	M
	M
	A

	uarfcnUl
	+
	M
	M
	M
	A

	uarfcnDl
	+
	M
	M
	M
	A

	primaryScramblingCode
	+
	M
	M
	M
	A

	primaryCpichPower
	+
	M
	M
	M
	A

	maximumTransmissionPower
	+
	M
	M
	M
	A

	primarySchPower
	+
	M
	M
	M
	A

	secondarySchPower
	+
	M
	M
	M
	A

	bchPower
	+
	M
	M
	M
	A

	lac
	+
	M
	M
	M
	A

	rac
	+
	M
	M
	M
	A

	sac
	+
	M
	M
	M
	A

	ura
	+
	M
	M
	M
	A

	utranCell-IubLink
	+
	M
	M
	-
	I


Table 3a: Additional attributes of UtranCell for the support of the State Management IRP

	Attribute Name
	Support Qualifier
	READ
	WRITE
	Network Qualifier

	operationalState
	O
	M
	(
	D

	NOTE:
No state propagation shall be implied.


6.3.4
IubLink

6.3.4.1
Definition

This IOC representsthe logical link to a Node B as seen from the RNC. For more information about the RNC, see 3GPP TS 23.002 [15]. 

6.3.4.2
Attributes

Table 4: Attributes of IubLink

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier
	Network Qualifier

	iubLinkId
	+
	M
	M
	-
	I

	userLabel
	+
	M
	M
	M
	I

	iubLink-UtranCell
	+
	M
	M
	M
	I

	iubLink-NodeBFunction
	+
	M
	M
	-
	I


6.3.5
UtranRelation

6.3.5.1
Definition

The "UtranRelation" IOC contains radio network related parameters for the relation to the "UtranCell" or "ExternalUtranCell" IOC. 

NOTE:
In handover relation terms, the cell containing the UTRAN Relation object is the source cell for the handover. The cell referred to in the UTRAN relation object is the target cell for the handover. This defines a one-way handover relation where the direction is from source cell to target cell.

6.3.5.2
Attributes

Table 5: Attributes of UtranRelation
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier
	Network Qualifier

	utranRelationId
	+
	M
	M
	-
	I

	adjacentCell
	+
	M
	M
	M
	A

	uarfcnUl
	+
	O
	M
	-
	D

	uarfcnDl
	+
	O
	M
	-
	D

	primaryScramblingCode
	+
	O
	M
	-
	D

	primaryCpichPower
	+
	O
	M
	-
	D

	lac
	+
	O
	M
	-
	D


6.3.5.3
Attribute constraints

The optionally attributes uarfcnUl, uarfcnDl, primaryScramblingCode, primaryCpichPower and lac shall be included if the EM does not guarantee consistency between the cell definition and what is broadcast on system information. Otherwise they shall not be included.

6.3.6
ExternalUtranCell

6.3.6.1
Definition

This IOC represents a radio cell controlled by another IRPAgent. This IOC has necessary attributes for inter-system handover. It contains a subset of the attributes of related IOCs controlled by another IRPAgent. The way to maintain consistency between the attribute values of these two IOCs is outside the scope of this document.

6.3.6.2
Attributes

Table 6: Attributes of ExternalUtranCell
	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier
	Network Qualifier

	externalUtranCellId
	+
	M
	M
	-
	I

	userLabel
	+
	M
	M
	M
	I

	cId
	+
	M
	M
	M
	A

	mcc
	+
	M
	M
	M
	A

	mnc
	+
	M
	M
	M
	A

	rncId
	+
	M
	M
	M
	A

	uarfcnUl
	+
	M
	M
	M
	A

	uarfcnDl
	+
	M
	M
	M
	A

	primaryScramblingCode
	+
	M
	M
	M
	A

	primaryCpichPower
	+
	M
	M
	M
	A

	lac
	+
	M
	M
	M
	A

	rac
	+
	M
	M
	M
	A
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