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SWGA has found the need to develop use cases.

This was first outline at SA5 34bis in Cork, tdoc S5-032408 which was updated to include input suggested from ITU-T use case work.

A amended r1 version was produced to capture comments raised during the discussion.

To help maintain a consistent UML usage the r1 document is presented as a candidate for either :-


Inclusion in a stand alone document to detail methods and techniques used in SA5, or as an additional annex to TS 32.102

Considering that additional guidelines have been identified for defining backward compatible IDL
plus UML modelling repertoire, it may be worthwhile to consider maintaining all working practices and related techniques in a single document.

The cork tdoc revision 1 is included within this contribution's  zip file for reference and  shows all amendments agreed in the Cork meeting.

The final part of this contribution provides the use case table with all revision 1 changes from cork consolidated.

Agreements Requested

· Determine the specification where this should be placed (e.g. TS 32.102 annex G or a new annex H ?)

· Verify that the template in the following table is now agreed for future usage.

	Use Case Stage
	Evolution / Specification
	Performance
	<<Uses>>

Related use 

	Goal
	Concise statement of what the use case should achieve in a 'sunny day' scenario.

Include a statement about priority relative to other use cases.
	Real Time,

Near real time
not real time

Indicate if this use case have a higher priority than any others within the same system 
	

	Actor(s)
	Description of the roles interacting with this use case
	
	

	Conditional Disclaimer
	Statement which may be needed to clarify any areas or subjects that are not covered by the use case.
	
	

	Begins when
	The stimulus that would require the use case to used
	
	

	Pre conditions
	The conditions that must exist within the system before this use case may be run.
	
	

	Step n
	Steps may invoke other use cases


	
	Reference to used use case.

	Step (n+1)
	Steps added as necessary and in a logical sequence.
	
	

	Ends when
	Some use cases may be a for ever monitoring type. State the requirements for termination. E.g., authorities, dependencies on other use cases.
	
	

	Post Condition
	The result on the system state as a result of a sunny day use case completion.
	
	

	Exceptions
	Violations of pre conditions.

And

Error situations preventing completion
	
	

	Traceability
	Requirements exposed by the use case
	
	
































