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1. Introduction

This document is mirror CR for Rel6. The corresponding Rel 5 CR is S5-034727.
2. Proposal

NEC proposes the following changes in subclause 6.1.2.4.13 of TS 32.260 
Change in Clause 6.1.2.4.13

6.1.2.4.13
GPRS Charging ID

This parameter holds the GPRS charging ID (GCID) which is generated by the GGSN for a GPRS PDP context. There is a 1:1 relationship between the GCID and the PDP context. If GPRS is used to access the IMS, the GCID is used together with the GGSN address as the access part of the charging correlation vector that is comprised of an access part and an IMS part, which is the IMS Charging Identifier.
The GCID is generated at the first opportunity after the resources are allocated at the GGSN. The GPRS charging information (GCID and GGSN address) is passed from GGSN to P-CSCF/PDF. The P-CSCF provides the GPRS charging information to the S-CSCF. The S-CSCF may also pass the information to an AS. The GPRS charging information for the originating network is used only within that network, and similarly the GPRS charging information for the terminating network is used only within that network. Thus the GPRS charging information are not shared between the calling and called networks. The GPRS charging information is not passed towards the external ASs from its own network.
For the correlation with the session in the case of the subsequent INVITE request, the P-CSCF shall populate the P-Charging-Vector with the same ICID as the one for the initial INVITE and the GPRS charging information obtained from the GGSN via Go interface. In the case of using or modifying the existing PDP context for media, the GCID shall be the same value. In the case of establishing additional PDP context for media, the GCID shall be the different value, but the GGSN address shall be the same due to the same APN is applied to re-INVITE.
For further information regarding the composition of the charging correlation vector refer to the appropriate clause in TS 32.240 [2].

End of Change in Clause 6.1.2.4.13
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