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	It is common understanding within 3GPP that the definition of charging related identities should be covered in 32.225, instead of other specs such as CN1 spec (24.229).　

At the last SA5#35bis meeting, the issue on ICID definition was resolved and the related CRs were agreed. 　
However, the definition of charging function addresses is still not described clearly in terms of when or how to retrieve the charging function addresses.  This causes misleading and misimplementation.
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	Specify the definition of the charging function addresses for when to generate and how to use the charging function addresses in subclause 4.1.1. 
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	The definitions of charging related identities are not defined in the stage 3 charging specification 32.225. Thus, causing misimplementation of charging function addresses, leading to interoperability accounting problems. 
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Change in Clause 4.1.1
4.1.1
Usage of Rf and Ro Interfaces

The AS and MRFC are able to distinguish whether to apply offline or online charging, i.e. whether to send charging information on the Rf interface to the CCF or on the Ro interface to the ECF (or to use both). The decision of which interface to use is based on the information (CCF and/or ECF address) the AS/MRFC receive in the SIP signalling and the system configuration as provisioned by the operator. If the AS/MRFC only receive the CCF address and do not receive an ECF address then they use only the Rf interface. If only the ECF address was provided then they use only the Ro interface. In cases where both CCF and ECF addresses are provided it is possible to use both interfaces simultaneously. 
The CCF addresses and ECF addresses shall be retrieved from an Home Subscriber Server (HSS) via the Cx interface and passed by the S-CSCF to subsequent entities. The charging function addresses shall be passed from the S-CSCF to the IM CN subsystem entities in its home network, but shall be not passed to the visited network or the UE. When the P-CSCF is allocated in the visited network, then the charging function addresses are obtained by means outside the scope of this document. The AS shall receive the charging function addresses from the S-CSCF via the ISC interface. CCF and/or ECF addresses may be allocated as locally preconfigured addresses. The AS may also retrieve the charging function addresses from the HSS via Sh interface when AS initiates session or standalone transaction.
However, operators may overrule the addresses received via the SIP signalling and use their own configured rules instead. Operators may configure locally on the AS/MRFC an ECF and/or CCF address. The CCF address may be locally configured on all other IMS nodes. The choice of whether the IMS nodes use the locally configured addresses or the addresses received by SIP signalling, and the decision on which interface(s) to use, is left for operator configuration.
End of Change in Clause 4.1.1
End of Document
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