Page 1



3GPP TSG-SA5 (Telecom Management)
S5-038686
Meeting #35bis, New Orleans, LOUISIANA, USA, 06 - 10 Oct 2003

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.642
	CR
	CRNum
	(

rev
	-
	(

Current version:
	4.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	

	

	Title:
(

	Correction of the number of possible URAs from 1 to 8.

	
	

	Source:
(

	SA5
(Ericsson, robert.petersen@ericsson.com)

	
	

	Work item code:
(

	OAM-CM
	
	Date: (

	10/10/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	To increase the number of URAs, so that a cell can belong from 1 to up to 8.

	
	

	Summary of change:
(

	The attribute ura has been changed to a list. The reference has been changed from RNSAP to RRC.

	
	

	Consequences if 
(

not approved:
	32.642 is not in line with 25.331, which means that a cell only would be able to belong to one URA, in spite of what is specified in RRC.

	
	

	Clauses affected:
(

	2 and 6.3.3.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	X
	
	 O&M Specifications
	32.643, 32.644 and 32.615

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

KEEP the History box of the TS to be changed (see end of the present document)

Change in Clause 2

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[2]
3GPP TS 32.102: "Telecommunication management; Architecture".

[3]
3GPP TS 23.003: "Numbering, addressing and identification".

[4]
3GPP TS 25.401: "UTRAN Overall Description"

[5]
3GPP TS 25.433: "UTRAN Iub Interface NBAP Signalling"

[6]
3GPP TS 25.423: "UTRAN Iur Interface RNSAP Signalling"

[7]
ITU-T Recommendation X.710 (1991): "Common Management Information Service Definition for CCITT Applications".

[8]
Void

[9]
3GPP TS 25.331: Radio Resource Control (RRC); Protocol Specification
[10]
Void

[11]
3GPP TS 32.111-2: "Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service".

[12]
Void

[13]
3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".

[14]
3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".

[15]
3GPP TS 23.002: "Network Architecture".

[16]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[17]
3GPP TS 32.602: "Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP) information service".

[18]
3GPP TS 32.612: "Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information service".

End of Change in Clause 2

Change in Clause 6.3.3

6.3.3
MOC UtranCell

This Managed Object Class represents a radio cell controlled by the RNC. For more information about radio cells, see 3GPP TS 23.002 [15]. 

It inherits from ManagedFunction.

Table 6.5: Attributes of UtranCell
	Name
	Qualifier
	Description

	utranCellId
	READ-ONLY, M
	An attribute whose "name+value" can be used as an RDN when naming an instance of this object class. This RDN uniquely identifies the object instance within the scope of its containing (parent) object instance.

	userLabel
	READ-WRITE, M
	A user-friendly (and user assigned) name of the associated object. Inherited from ManagedFunction.

	cId
	READ-WRITE,M
	Cid is the identifier of a cell in one RNC (Ref. 3GPP TS 25.401 [4]).

	localCellId
	READ-WRITE,M
	Local Cell id is used to uniquely identify the set of resources defined in a Node B to support a cell (as defined by a Cid Ref. 3GPP TS 25.401 [4]). It must be unique in Node B at a minimum, but may be unique in UTRAN. It can be used to tie the cell in the RNC to a specific set of resources in the Node B.

	uarfcnUl
	READ-WRITE, M
	The UL UTRA absolute Radio Frequency Channel number, UARFCN (Ref. 3GPP TS 25.433 [5]).

	uarfcnDl
	READ-WRITE, M
	The DL UTRA absolute Radio Frequency Channel number, UARFCN (Ref. 3GPP TS 25.433 [5]).

	primaryScramblingCode
	READ-WRITE, M
	The primary DL scrambling code used by the cell (Ref. 3GPP TS 25.433 [5]).

	primaryCpichPower
	READ-WRITE, M
	The power of the primary CPICH channel in the cell (Ref. 3GPP TS 25.433 [5]).

	maximumTransmissionPower
	READ-WRITE, M
	The maximum transmission power of a cell, DL Power (Ref. 3GPP TS 25.433 [5]).

	primarySchPower
	READ-WRITE, M
	The power of the primary synchronisation channel in the cell, DL Power (Ref. 3GPP TS 25.433 [5]).

	secondarySchPower
	READ-WRITE, M
	The power of the secondary synchronisation channel in the cell, DL Power (Ref. 3GPP TS 25.433 [5]).

	bchPower
	READ-WRITE, M
	The power of the broadcast channel in the cell (Ref. 3GPP TS 25.433 [5]).

	lac
	READ-WRITE, M
	Location Area Code, LAC (Ref. 3GPP TS 23.003 [3])

	rac
	READ-WRITE, M
	Routing Area Code, RAC (Ref. 3GPP TS 23.003 [3])

	sac
	READ-WRITE, M
	Service Area Code, SAC (Ref. 3GPP TS 23.003 [3]).

	uraList
	READ-WRITE, M
	A list of UTRAN Registration Area, URA (Ref. 3GPP TS 25.331(subclause 10.3.10) [9]).

	utranCell-IubLink
	READ-ONLY, M
	The value of this attribute shall be the DN of the related IubLink instance. This is a reference attribute modelling the role (of the association AssociatedWith) that this UtranCell is associated with 0-1 IubLink. 


End of Change in Clause 6.3.3
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