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Change in Clause 4.1

4
System Overview

4.1
System Context

Figure 4.1 and Figure 4.2 identify system contexts of the subject IRP in terms of its implementation called IRPAgent and the user of the IRPAgent, called IRPManager. For a definition of IRPManager and IRPAgent, see 3GPP TS 32.102 [2]. 

The IRP Agent implements and supports the Bulk CM IRP. The IRP Agent shall be an Element Manager (EM) or a mediator that interfaces to several NE (see Figure 4.1)or it can be a Network Element (NE) (see Figure 4.2). In the former case, the interfaces (represented by the a thick dotted line) between the EM and the NEs are not subject of this IRP.

An NE can be managed via System Context A or B. The criterion for choosing System Context A or B, to manage a particular NE, is implementation dependent. An IRPAgent shall support one of the two System Contexts. By observing the interaction across the Itf-N, an IRPManager cannot deduce if the EM and NE are integrated in a single system or if they run in separate systems
.

As indicated in Figure 4.1 and Figure 4.2,the subject IRP needs to be complemented with the Notification IRP 3GPP TS 32.302 [3]. (This is to allow the IRP Manager to subscribe and unsubscribe to notifications issued by the IRP Agent).
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Figure 4.1: System Context A
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Figure 4.2: System Context B

End of Change in Clause 4.1
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