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1
Decision/action requested

This document provides an updated set of OAM&P requirements for RET in TR 32.804.

The report from WT12 (extracts below) have been used as the basis for editing instructions.
2
Questions from SA5 #37

Why is RET shown outside node B in the figure - Response is should be within the node B.

Why 2 interfaces shown – response that it shows the system context A and system context B

MOT concerned about Requirement 4.4.2 – objection to this being autonomous – the IRP manager needs to initiate the undo operation.

Question as to why PM parameters were not tied to the tilt angle for real time operation. i.e. justify why no special PM support except for standard PM IRP 

– Response that the current method of network optimization which defines angles to be set by mechanical adjustments define angles and use the existing PM measures to confirm the need for any additional adjustments.

There is no intention to make different optimization methods and mechanisms to those that are already widely in use. Just permit the tilt angles to be made remotely without needing a site visit.

Habib agreed that tilting and PM measurements are not coupled

Robert queried if there was a need for cell and antenna based tilts – to accommodate multiple cells from one antenna where cells of different frequency are supported by an antenna (multiband) . 

Response Not yet given this is an open question.

Question from Trevor regarding 4.2.5 as to whether this was manager or agent requirement. View expressed that the manager should do scheduling of changes.
Comments:

NMS / OSS clarifications be better to use the terms  IRP manager and IRP agent

Ericsson pointed out that 4.4.2 was included in 4.2.

Current draft is exposing the fundamental requirements Trevor proposes that the normative section be created after an informative discussion section which outlines the requirements., the normative section to clearly state whether the requirement is on the ITF-N, the Agent or the manager.

Peter (Gaigg) expressed a concern about the quantity of Antennas and the time duration necessary to set up a parameter. 

Tapinder suggested that the document should be drafted initially as a TR, and that the set of requirements may either be made into a TS later, or distributed into existing IRP specifications.

This was generally accepted, and the WID to be updated accordingly.

Conclusion: 

The document direction is accepted

Additional work required, to address the comments / concerns expressed should be made into the next meeting.


































