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1
Decision/action requested

To review the contribution and agree on the content. It is proposed to include the agreed contribution into the TS 32.423 relevant chapter: General Section 4.1
2
References
3
Rationale

The following table shows the template for trace record description for minimum and medium trace depth:

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	
	
	
	
	
	
	


Interface name: Contains the name of the interface, where the IE is available.
Protocol name: Contains the protocol name on the interface, where the IE is available.
IE name: The name of the Information Element, which should be decoded. 
Message name(s): The name of the message(s), where the IE is included. 

Trace depth: Shows in which trace depth the IE should be recorded. It also classifies whether the IE is mandatory in the trace record or not. The following table summarizes the possibilities:

	M
	Mandatory
	This field shall appear in at least one trace record. 

	C
	Conditional
	This field is only available under certain conditions (e.g. is an optional IE in some of the messages). If available this field shall appear in at least one trace record. 

	O
	Optional
	This field is optional and its support is a matter for agreement between equipment manufacturer and network operator.

	X
	Not applicable
	This field is not required in this instance.


Notes: Any kind of comments related to the IE can be made here. Also this is the placeholder for referencing the relevant 3GPP specifications, which define the IE.

4
Consequences and implications

None. 

5
Issues of discussion

