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Change in Clause 2

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".
[2]
ITU-T Recommendation X.733 (02/92): "Information technology - Open Systems Interconnection - Systems Management: Alarm reporting function".

[3]
ITU-T Recommendation X.721: "Information Technology - Open Systems Interconnection -Structure of management information: Definition of management information".

[4]
Void.

[5]
3GPP TS 32.302: "Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service (IS)".

[6]
3GPP TS 32.101: "Telecommunication management; Principles and high level requirements".

[7]
3GPP TS 32.102: "Telecommunication management; Architecture".

[8]
Void.
[9]
3GPP TS 32.111-1: "Telecommunication management; Fault Management; Part 1: 3G fault management requirements".

[10]
3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)".

[11]
ITU-T Recommendation M.3100 (07/95): "Generic network information model".

[12]
Void.
[13]
Void.

[14]
3GPP TS 32.312: "Telecommunication management; Generic Integration Reference Point (IRP) management; Information Service (IS)".

[15]
ITU-T Recommendation X.736: "Information technology - Open Systems Interconnection - Systems Management: Security alarm reporting function".

End of Change in Clause 2

Change in Clause 4.2

4
System overview
4.1
Background

See 3GPP TS 32.150 [1].
 

4.2
System Context
The general definition of the System Context for this IRP is found in 3GPP TS 32.150 [1] subclause 4.7.

In addition, the set of exposed IRP(s) (see Note 1) relevant to this IRP is the following:
· Alarm IRP (this IRP)
· Notification IRP [5].

Note 1: By “exposed IRP” is meant an implemented IRP that is made available/accessible over Itf-N.










End of Change in Clause 4.2
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