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Change in Clause 10.1.1

10.1.1
IRP Specifications Approach

As highlighted in the previous subclause, IRP interfaces are specified using a 3-level approach: Requirements, IS-level specifications and SS-level.
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Figure 10.2: IRP Specifications Approach

Level 1:
The "Requirements-level" intends to provide conceptual and use cases definitions for a specific management interface aspect as well as defining subsequent requirements for this IRP.
Level 2:
The "IS-level" provides the technology independent specification of an IRP. From an IS-level perspective there are three types of IRP IS specifications:

· Interface IRPs – providing the definitions for IRP operations and notifications in a network agnostic manner.

· NRM IRPs – providing the definitions for the Network Resources to be managed through the Itf-N (commonly named "Network Resources IRPs").

· Data Definition IRPs – providing data definitions applicable to specific management aspects to be managed via reusing available Interface IRPs and being applied to NRM IRPs as applicable.

Level 3:
The "SS-level" finally provides the mapping of IS definitions into one or more technology-specific Solution Sets. This concept provides support for multiple interface technologies as applicable on a vendor and/or network type basis and also enables accommodation of future interface technologies – without the need to redefine requirements and IS-level definitions. To provide a complete Interface solution it may be required to combine Solution Sets of different IRP types and technologies. For example:  a CORBA or CMIP solution set might be used to define operations that may be performed on management data contained in files. An XML Solution Set might be used to specify such management data (possibly including operations associated with reading or manipulating management information).
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