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	Doc Summary:
	Add an upload facility in Kernel CM IRP.  This facility can be supported when 

(a) KernelCMIRP is supported in a “system” without BasicCMIRP and without BulkCMIRP.

(b) KernelCMIRP and BasicCMIRP are both supported in a system (using inheritance or aggregation)

(c) KernelCMIRP and BulkCMIRP are both supported in a system (using inheritance or aggregation)
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1. Goal

Specify an upload network data facility such that:

· It can be used by both Basic CM IRP and Bulk CM IRP;

· It minimizes the amount of specification tasks;

· Rel-5 Bulk CM IRP specification and Rel-5 Basic CM IRP can both be “stepped up” to Rel-6 releases without change.

· An IRPAgent with Rel-6 Bulk CM IRP and Rel-6 Kernel CM IRP can be used to support uploading of IM-data. 

· An IRPAgent with Rel-6 Basic CM IRP and Rel-6 Kernel CM IRP can be used to support uploading of IM-data.   

2. Approach

Add an optional uploadData operation in Kernel CM IRP.  Model this operation in similar fashion as the current Bulk CM IRP IS upload operation.  (See note.)

No change in Basic CM IRP IS.

· Rel-5 Basic CM IRPManager can work with Rel-6 Basic CM IRPAgent.

No change in Bulk CM IRP IS.  (E.g. do not remove or modify the upload operation and its parameters.)

· Rel-5 Bulk CM IRPManager can work with Rel-6 Bulk CM IRPAgent.
Note: When a new operation uploadData is specified in Kernel, then the Kernel implementation portion, inherited by Basic/Bulk or stand alone, will need to be changed.     
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