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Change in Clause 6.3.2
6.3.2
BtsSiteMgr

6.3.2.1
Definition

The "BtsSiteMgr" IOC contains site specific information for a BTS site.

6.3.2.2
Attributes

Table 6.3a: Attributes of BtsSiteMgr

	Attribute name
	Visibility
	Support Qualifier
	Read Qualifier
	Write Qualifier

	btsSiteMgrId
	+
	M
	M
	-

	userLabel
	+
	M
	M
	M

	latitude
	+
	O
	M
	M

	longitude
	+
	O
	M
	M


Table 6.3b: Additional attributes of BtsSiteMgr for the support of the State Management IRP
	Attribute Name
	Support Qualifier
	READ
	WRITE

	operationalState
	O
	M
	—

	NOTE:
No state propagation shall be implied.


Table 6.4: Notifications of BtsSiteMgr
	Name
	Qualifier
	Notes

	notifyAckStateChanged
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAttributeValueChange
	O
	

	notifyChangedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyClearedAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyNewAlarm
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyObjectCreation
	O
	

	notifyObjectDeletion
	O
	

	notifyStateChange
	O
	

	notifyComments
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyAlarmListRebuilt
	See Alarm IRP (3GPP TS 32.111-2 [11])
	

	notifyPotentialFaultyAlarmList
	See Alarm IRP (3GPP TS 32.111-2 [11])
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