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1
Decision/action requested

To agree on the coding scheme of the trace control and configuration parameters and include them to the TS 32.422 section 5. 
2
References

None.

3
Rationale

The following proposal is valid for signalling based activation and should be used to encode/decode the trace control and configuration parameters in the signalling messages, used for Trace Session activation/deactivation. 

Trace Depth:

The type of the parameter is enumerated. Possible values: 
1 - Minimum, 
2 - medium, 
3 - maximum and 
4- vendor specific

List of NE type to trace:

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	P-CSCF
	S-CSCF
	spare
	RNC
	GGSN
	SGSN
	MGW
	MSC-S

	Spare


If a bit is set to 1 Trace Session to that Network Element shall be activated. 

If a bit is set to 0 Trace Session is not needed in that Network Element. 

List of interfaces to trace

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	MSC Server

	

	MGW

	SGSN

	

	GGSN

	RNC

	Spare


	MSC Server

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	CAP
	MAP-F
	MAP-E
	MAP-B
	MAP-G
	Mc
	Iu
	A

	spare


	SGSN

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	Ge
	Gs
	MAP-Gf
	MAP-Gd
	MAP-Gr
	Gn
	Iu
	Gb

	spare


	MGW

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Nb
	Mc


	GGSN

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Gi
	Gn


	RNC

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Uu
	Iub
	Iur
	Iu


If a bit is set to 1 the interface should be traced in the given Network Element.

If a bit is set to 0 that interface should not be traced in the given Network Element. 

Triggering events

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	MSC Server

	

	MGW

	SGSN

	

	GGSN

	spare

	spare


	MSC Server

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare

	Vendor specific
	SS
	Handovers
	LU, IMSI attach, IMSI detach
	MO and MT SMS
	MO and MT calls

	spare


	MGW

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Vendor Specific
	Context


	SGSN

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Vendor Specific
	RAU, GPRS attach, GPRS detach
	MO and MT SMS
	PDP context

	Reserved


	GGSN

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	spare
	Vendor Specific
	PDP Context


If a bit is set to 1 the given event shall be traced, i.e. a Trace Recording Session shall be started for that event. 

If a bit is set to 0 the given event should not be traced, i.e. Trace Recording Session should not be started. 

Trace reference:

The type of this parameter is Octet String (3 bytes)

Trace Recording Session reference 2 byte octet string
4
Consequences and implications

None.

5
Issues of discussion

