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Change in Annex B
Annex B (normative):
CORBA IDL, Notification Definitions

#ifndef KernelCmNotifDefs_idl

#define KernelCmNotifDefs_idl

#include <TimeBase.idl>          // CORBA Time Service

#include <NotificationIRPConstDefs.idl>

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

module KernelCmNotifDefs

{

      /** 

       * Definition of ITU-T defined semantics.  

       * These constants are used in the type_name 

       * (header.fixed_header.event_type.type_name)

       * field to denote the notification type

       * Note all values are unique among themselves.  Other IRP documents

       * cannot use the same values.

       */

      const string ET_OBJECT_CREATION = "x6";

      const string ET_OBJECT_DELETION = "x7";

      const string ET_ATTRIBUTE_VALUE_CHANGE = "x8";

      /**

       * Information about one attribute

       * - name defines the name of the attribute

       * - value defines the value of the attribute

       * 

       */

      struct MOAttribute

      {

         string name;

         any value;

      };       

    /* The format of Distinguished Name (DN) is specified in 3GPP TS 32.300

    "Name Conventions for Managed Objects".

    */

    typedef string DN;
   typedef sequence <long> NotifIdSetType;

   /*

   This holds identifiers of notifications that are correlated.

   */

   struct CorrelatedNotification

   {

      DN source;  // Contains DN of MO that emitted the set of notifications

                  // DN string format in compliance with Name Convention for

                  // Managed Object.

                  // This may be a zero-length string.  In this case, the MO

                  // is identified by the value of the MOI attribute

                  // of the Structured Event, i.e., the notification.

      NotifIdSetType notif_id_set;  // Set of related notification ids

   };

   /*

   Correlated Notification sets are sets of Correlated Notification

   structures.

   */

   typedef sequence <CorrelatedNotification> CorrelatedNotificationSetType;
      /**

       * A set of attribute names and values

       */

      typedef sequence<MOAttribute> MOAttributeSet;

      /**

       *  This interface defines fields that are common for all 

       *  notification types. 

       *  All constants in the scope of this interface will be 

       *  visible in the interfaces that inherits this. 

       *  For instance constant 

       *  NotificationCommon::MANAGED_OBJECT_CLASS

       *  can be addressed by MODeletion::MANAGED_OBJECT_CLASS

       */

      /*

      This block identifies attributes which are included as part of the Kernel

      CM IRP. These attribute values should not clash with those defined for the

      attributes of notification header (see IDL of Notification IRP).

      */

      interface AttributeNameValue

      {

         const string SOURCE_INDICATOR = "SOURCE";

         const string ADDITIONAL_TEXT = "ADD_TEXT";

         const string CORRELATED_NOTIFICATIONS = "CORREL_NOTIFS";

      };

      interface NotificationCommon

      {

         /** 

          * This constant defines a field in the filterable

          * information in a StructuredEvent.

          * This string is mapped to the name part of a 

          * Property in the event and the value part will 

          * carry the MO class name represented

          * as a string.

          */

         const string MANAGED_OBJECT_CLASS = 

           NotificationIRPConstDefs::AttributeNameValue::MANAGED_OBJECT_CLASS;

         /** 

          * This constant defines a field in the filterable

          * information in a StructuredEvent.

          * This string is mapped to the name part of a 

          * Property in the event and the value part will 

          * carry the MO distinguished name represented

          * as a string.

          */

         const string MANAGED_OBJECT_INSTANCE =             


 
NotificationIRPConstDefs::AttributeNameValue::MANAGED_OBJECT_INSTANCE;

         /**

          *  This constant defines the name of the notification 

          *  ID property, which is transported in the 

          *  filterable_body_fields 

          */

         const string NOTIFICATION_ID = 

           NotificationIRPConstDefs::AttributeNameValue::NOTIFICATION_ID;

         /**

          *  This constant defines the name of the  

          *  event time property, which is transported in the 

          *  filterable_body_fields.

          *  The data type for the value of this property

          *  is defined by datatype CommonIRPConstDefs::IRPTime

          */     

         const string EVENT_TIME = 

           NotificationIRPConstDefs::AttributeNameValue::EVENT_TIME;

         /**

          *  This constant defines the name of the  

          *  system name property, which is transported in the 

          *  filterable_body_fields 

          */     

         const string SYSTEM_DN = 

           NotificationIRPConstDefs::AttributeNameValue::SYSTEM_DN;

         /**

          *  This constant defines the name of the  

          *  source indicator  property, which is transported in the 

          *  filterable_body_fields 

          */     

         const string SOURCE_INDICATOR = 

           KernelCmNotifDefs::AttributeNameValue::SOURCE_INDICATOR;

         /**

          * Valid values for the SOURCE_INDICATOR 

          * property

          */

         const string RESOURCE_OPERATION =  "RESOURCE OPERATION";

         const string MANAGEMENT_OPERATION = "MANAGEMENT OPERATION";

         const string UNKNOWN_OPERATION = "UNKNOWN";

         /**

          *  This constant defines the name of the  

          *  additional text property, 

          *  which is transported in the filterable_body

          *  fields.

          *  The data type for the value of this property

          *  is a string.

          */             

         const string ADDITIONAL_TEXT = 

           KernelCmNotifDefs::AttributeNameValue::ADDITIONAL_TEXT;

         /**

          *  This constant defines the name of the  

          *  correlated notifications property, 

          *  which is transported in the 

          *  filterable_body_fields 

          *  The value part of the property is 

          *    KernelCmNotifDefs::CorrelatedNotificationSetType

          */  

         const string CORRELATED_NOTIFICATIONS = 

           KernelCmNotifDefs::AttributeNameValue::CORRELATED_NOTIFICATIONS;

      };

      /**

       *  Constant definitions for the MO deleted notification

       */      

      interface MODeletion : NotificationCommon

      {

         const string EVENT_TYPE = ET_OBJECT_DELETION;

         /**

          * This information mapped into the remainder_of_body 

          * in the StructuredEvent 

          */

         typedef MOAttributeSet AttributeValues;

      };

      /**

       *  Constant definitions for the MO created notification

       */

      interface MOCreation : NotificationCommon

      {        

         const string EVENT_TYPE = ET_OBJECT_CREATION;

         /**

          * This information mapped into the remainder_of_body 

          * in the StructuredEvent 

          */

         typedef MOAttributeSet InitialAttributeValues;

      };

      /**

       *  Constant definitions for the Attribute Value Change

       *  notification

       */     

      interface AttributeValueChange : NotificationCommon

      {     

         const string EVENT_TYPE = ET_ATTRIBUTE_VALUE_CHANGE;

         /**

          * Information about modidified attributes for 

          * one MO instance.

          * - name defines the name of the attribute

          * - newValue defines the new value of the attribute

          * - oldValue defines the previous value of the attribute

          *    The value is optional, which means that it may contain

          *    an empty any (null inserted in the any). 

          * 

          */

         struct ModifiedAttribute

         {

            string name;

            any newValue;

            any oldValue;

         };       

         /**

          * This information mapped into the remainder_of_body 

          * in the StructuredEvent.

          */

         typedef sequence<ModifiedAttribute> ModifiedAttributeSet;

       };

};

#endif

End of Change in Annex B
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