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Change in Scope

1
Scope

The purpose of this Core Network Resources IRP: CORBA Solution Set is to define the mapping of the IRP information model (see TS 32.632 [3]) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment.
This Solution Set specification is related to 3GPP TS 32.632 V6.0.X.
End of Change in Scope

Change in 5.1

5.1
General mappings


Attributes modelling associations as defined in the NRM (here also called "reference attributes") are in this SS mapped to attributes. The names of the reference attributes in the NRM are mapped to the corresponding attribute names in the MOC. When the cardinality for an association is 0..1 or 1..1 the datatype for the reference attribute is defined as an MOReference. The value of an MO reference contains the distinguished name of the associated MO. When the cardinality for an association allows more than one referred MO, the reference attribute will be of type MOReferenceSet, which contains a sequence of MO references.


End of Change in 5.1

Change in Annex A

Annex A (normative):
CORBA IDL, NRM Definitions
A.1
IDL specification (file name "CoreNetworkResourcesNRMDefs.idl")
#ifndef CoreNetworkResourcesNRMDefs_idl

#define CoreNetworkResourcesNRMDefs_idl
#include "GenericNetworkResourcesNRMDefs.idl"
#pragma prefix "3gppsa5.org"

/**

 * This module defines constants for each MO class name and

 * the attribute names for each defined MO class.

 */

module CoreNetworkResourcesNRMDefs

{

      /**

       *  Definitions for MO class MscServerFunction

       */ 

      interface MscServerFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "MscServerFunction";

         // Attribute Names

         // 

         const string mscServerFunctionId = "mscServerFunctionId";         


         const string mccList = "mccList";

         const string mncList = "mncList";

         const string lacList = "lacList";

         const string sacList = "sacList";

         const string gcaList = "gcaList";

         const string mscId = "mscId";

         const string mscServerFunctionGSMcell = "mscServerFunctionGSMcell";

         const string mscServerFunctionExternalGSMcell = "mscServerFunctionExternalGSMcell";

         const string mscServerFunctionCsMgwFunction = "mscServerFunctionCsMgwFunction";

      };

      /**

       *  Definitions for MO class HlrFunction

       */ 

      interface HlrFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "HlrFunction";

         // Attribute Names

         // 

         const string hlrFunctionId = "hlrFunctionId";         


      };

      /**

       *  Definitions for MO class VlrFunction

       */ 

      interface VlrFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "VlrFunction";

         // Attribute Names

         // 

         const string vlrFunctionId = "vlrFunctionId";         


      };

      /**

       *  Definitions for MO class AucFunction

       */ 

      interface AucFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "AucFunction";

         // Attribute Names

         // 

         const string aucFunctionId = "aucFunctionId";         


      };

      /**

       *  Definitions for MO class EirFunction

       */ 

      interface EirFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "EirFunction";

         // Attribute Names

         // 

         const string eirFunctionId = "eirFunctionId";         


      };

      /**

       *  Definitions for MO class SmsIwmscFunction

       */ 

      interface SmsIwmscFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SmsIwmscFunction";

         // Attribute Names

         // 

         const string smsIwmscFunctionId = "smsIwmscFunctionId";         


      };

      /**

       *  Definitions for MO class SmsGmscFunction

       */ 

      interface SmsGmscFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SmsGmscFunction";

         // Attribute Names

         // 

         const string smsGmscFunctionId = "smsGmscFunctionId";         


      };

      /**

       *  Definitions for MO class SgsnFunction

       */ 

      interface SgsnFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SgsnFunction";

         // Attribute Names

         // 

         const string sgsnFunctionId = "sgsnFunctionId";         


         const string mccList = "mccList";

         const string mncList = "mncList";

         const string lacList = "lacList";

         const string racList = "racList";

         const string sacList = "sacList";

         const string sgsnId = "sgsnId";

         const string sgsnFunctionGSMcell = "sgsnFunctionGSMcell";

         const string sgsnFunctionExternalGSMcell = "sgsnFunctionExternalGSMcell";

      };

      /**

       *  Definitions for MO class GgsnFunction

       */ 

      interface GgsnFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GgsnFunction";

         // Attribute Names

         // 

         const string ggsnFunctionId = "ggsnFunctionId";         


      };

      /**

       *  Definitions for MO class BgFunction

       */ 

      interface BgFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "BgFunction";

         // Attribute Names

         // 

         const string bgFunctionId = "bgFunctionId";         


      };

      /**

       *  Definitions for MO class GmscFunction

       */ 

      interface GmscFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GmscFunction";

         // Attribute Names

         // 

         const string gmscFunctionId = "gmscFunctionId";         


      };

      /**

       *  Definitions for MO class SmlcFunction

       */ 

      interface SmlcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SmlcFunction";

         // Attribute Names

         // 

         const string smlcFunctionId = "smlcFunctionId";         


      };

      /**

       *  Definitions for MO class GmlcFunction

       */ 

      interface GmlcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GmlcFunction";

         // Attribute Names

         // 

         const string gmlcFunctionId = "gmlcFunctionId";         


      };

      /**

       *  Definitions for MO class ScfFunction

       */ 

      interface ScfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "ScfFunction";

         // Attribute Names

         // 

         const string scfFunctionId = "scfFunctionId";         


      };

      /**

       *  Definitions for MO class SrfFunction

       */ 

      interface SrfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SrfFunction";

         // Attribute Names

         // 

         const string srfFunctionId = "srfFunctionId";         


      };

      /**

       *  Definitions for MO class CbcFunction

       */ 

      interface CbcFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "CbcFunction";

         // Attribute Names

         // 

         const string cbcFunctionId = "cbcFunctionId";         


      };

      /**

       *  Definitions for MO class CgfFunction

       */ 

      interface CgfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "CgfFunction";

         // Attribute Names

         // 

         const string cgfFunctionId = "cgfFunctionId";         


      };

      /**

       *  Definitions for MO class MgwFunction

       */ 

      interface MgwFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "MgwFunction";

         // Attribute Names

         // 

         const string mgwFunctionId = "mgwFunctionId";         


      };

      /**

       *  Definitions for MO class GmscServerFunction

       */ 

      interface GmscServerFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GmscServerFunction";

         // Attribute Names

         // 

         const string gmscServerFunctionId = "gmscServerFunctionId";         


      };

      /**

       *  Definitions for MO class IwfFunction

       */ 

      interface IwfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "IwfFunction";

         // Attribute Names

         // 

         const string iwfFunctionId = "iwfFunctionId";         


      };

      /**

       *  Definitions for MO class MnpSrfFunction

       */ 

      interface MnpSrfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "MnpSrfFunction";

         // Attribute Names

         // 

         const string mnpSrfFunctionId = "mnpSrfFunctionId";         


      };

      /**

       *  Definitions for MO class NpdbFunction

       */ 

      interface NpdbFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "NpdbFunction";

         // Attribute Names

         // 

         const string npdbFunctionId = "npdbFunctionId";         


      };

      /**

       *  Definitions for MO class SgwFunction

       */ 

      interface SgwFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SgwFunction";

         // Attribute Names

         // 

         const string sgwFunctionId = "sgwFunctionId";         


      };

      /**

       *  Definitions for MO class SsfFunction

       */ 

      interface SsfFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "SsfFunction";

         // Attribute Names

         // 

         const string ssfFunctionId = "ssfFunctionId";         


      };

      /**

       *  Definitions for MO class BsFunction

       */ 

      interface BsFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "BsFunction";

         // Attribute Names

         // 

         const string bsFunctionId = "bsFunctionId";         


      };

      /**

       *  Definitions for MO class IucsLink

       */ 

      interface IucsLink : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "IucsLink";

         // Attribute Names

         // 

         const string iucsLinkId = "iucsLinkId";


         const string connectedRnc = "connectedRnc";

         const string connectedBss = "connectedBss";

      };

      /**

       *  Definitions for MO class IupsLink

       */ 

      interface IupsLink : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "IupsLink";

         // Attribute Names

         // 

         const string iupsLinkId = "iupsLinkId";


         const string connectedRnc = "connectedRnc";

         const string connectedBss = "connectedBss";

      };

      /**

       *  Definitions for MO class IubcLink

       */ 

      interface IubcLink : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "IubcLink";

         // Attribute Names

         // 

         const string iubcLinkId = "iubcLinkId";


         const string connectedRnc = "connectedRnc";

      };

      /**

       *  Definitions for MO class ALink

       */ 

      interface ALink : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "ALink";

         // Attribute Names

         // 

         const string aLinkId = "aLinkId";         


         const string connectedBss = "connectedBss";

      };

      /**

       *  Definitions for MO class GbLink

       */ 

      interface GbLink : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "GbLink";

         // Attribute Names

         // 

         const string gbLinkId = "gbLinkId";         


         const string connectedBss = "connectedBss";

      };

/**

       *  Definitions for MO class CsMgwFunction

       */ 

      interface CsMgwFunction : GenericNetworkResourcesNRMDefs::ManagedFunction
      {

         const string CLASS = "CsMgwFunction";

         // Attribute Names

         // 

         const string csMgwFunctionId = "csMgwFunctionId";         


         const string csMgwFunctionMscServerFunction = "csMgwFunctionMscServerFunction";

         const string csMgwFunctionIucsLink = "csMgwFunctionIucsLink";

         const string csMgwFunctionALink = "csMgwFunctionALink";

      };

};

#endif 

End of Change in Annex A
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