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1
Decision/action requested

The proposal is to agree and insert the table to TS 32.423 section 4.2 MSC Server Trace record and to section 4.4 SGSN Trace record
2
References

3
Rationale

The following table describes the trace record content for minimum and medium trace depth for RANAP protocol in the MSC Server. The trace record content for management based activation and for signalling based activation is the same.

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Iu
	RANAP
	RAB ID
	RAB ASSIGNMENT REQUEST

RAB ASSIGNMENT RESPONSE

RAB RELEASE REQUEST

IU RELEASE COMPLETE

RELOCATION REQUEST

RELOCATION REQUEST ACKNOWLEDGE

RELOCATION COMMAND
	M
	M
	3GPP TS 25.413

	
	
	Cause
	RAB ASSIGNMENT REQUEST

RAB ASSIGNMENT RESPONSE

RAB RELEASE REQUEST

IU RELEASE REQUEST

IU RELEASE COMMAND

RELOCATION REQUIRED

RELOCATION REQUEST

RELOCATION REQUEST ACKNOWLEDGE

RELOCATION PREPARATION FAILURE

RELOCATION FAILURE

RELOCATION CANCEL

SECURITY MODE REJECT

LOCATION REPORT

ERROR INDICATION
	M
	M
	3GPP TS 25.413

	
	
	Source ID
	RELOCATION REQUIRED
	M
	M
	3GPP TS 25.413

	
	
	Target ID
	RELOCATION REQUIRED
	M
	M
	3GPP TS 25.413

	
	
	Paging Cause
	PAGING
	M
	M
	3GPP TS 25.413

	
	
	Permanent NAS UE Identity
	COMMON ID

PAGING

RELOCATION REQUEST
	M
	M
	3GPP TS 25.413

	
	
	Area Identity
	LOCATION REPORT
	M
	M
	3GPP TS 25.413

	
	
	Last Known Service Area
	LOCATION REPORT
	M
	M
	3GPP TS 25.413

	
	
	LAI
	INITIAL UE MESSAGE

DIRECT TRANSFER
	M
	M
	3GPP TS 25.413

	
	
	SAI
	INITIAL UE MESSAGE

DIRECT TRANSFER
	M
	M
	3GPP TS 25.413

	
	
	Global RNC-ID
	ERROR INDICATION
	M
	M
	3GPP TS 25.413


The following table describes the trace record content for minimum and medium trace depth for RANAP protocol in the SGSN. The trace record content for management based activation and for signalling based activation is the same.

	Interface name
	Prot.

name
	IE name
	Message name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Iu
	RANAP
	RAB ID
	RAB ASSIGNMENT REQUEST

RAB ASSIGNMENT RESPONSE

RAB RELEASE REQUEST

IU RELEASE COMPLETE

RELOCATION REQUEST

RELOCATION REQUEST ACKNOWLEDGE

RELOCATION COMMAND
	M
	M
	3GPP TS 25.413

	
	
	Cause
	RAB ASSIGNMENT REQUEST

RAB ASSIGNMENT RESPONSE

RAB RELEASE REQUEST

IU RELEASE REQUEST

IU RELEASE COMMAND

RELOCATION REQUIRED

RELOCATION REQUEST

RELOCATION REQUEST ACKNOWLEDGE

RELOCATION PREPARATION FAILURE

RELOCATION FAILURE

RELOCATION CANCEL

SECURITY MODE REJECT

LOCATION REPORT

ERROR INDICATION
	M
	M
	3GPP TS 25.413

	
	
	Source ID
	RELOCATION REQUIRED
	M
	M
	3GPP TS 25.413

	
	
	Target ID
	RELOCATION REQUIRED
	M
	M
	3GPP TS 25.413

	
	
	Paging Cause
	PAGING
	M
	M
	3GPP TS 25.413

	
	
	Permanent NAS UE Identity
	COMMON ID

PAGING

RELOCATION REQUEST
	M
	M
	3GPP TS 25.413

	
	
	Area Identity
	LOCATION REPORT
	M
	M
	3GPP TS 25.413

	
	
	Last Known Service Area
	LOCATION REPORT
	M
	M
	3GPP TS 25.413

	
	
	RAC
	INITIAL UE MESSAGE

DIRECT TRANSFER
	M
	M
	3GPP TS 25.413

	
	
	SAI
	INITIAL UE MESSAGE

DIRECT TRANSFER
	M
	M
	3GPP TS 25.413

	
	
	Global RNC-ID
	ERROR INDICATION
	M
	M
	3GPP TS 25.413


