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Change in Clause 5.2

5.2
Operation parameter mapping
The FileTransferIRP: IS 3GPP TS 32.342 [7] defines semantics of parameters carried in operations across the FileTransferIRP. The following tables indicate the mapping of these parameters, as per operation, to their equivalents defined in this SS.

Table 2: Mapping from IS listAvailableFiles parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	managementDataType
	const short managementDataType
	M

	beginTime
	FileTransferIRPConstDefs::UTCTimeType beginTime
	M

	endTime
	FileTransferIRPConstDefs::UTCTimeType endTime
	M

	fileInfoList
	Return value of type FileTransferIRPConstDefs::FileInfoListType fileInfoList
	M

	status
	FileTransferIRPConstDefs::ResultType
Exception:
ListAvailableFiles, InvalidTimes
	M


Table 3: Mapping from IS fileDownloadIndication parameters to SS equivalents

	IS Operation parameter
	SS Method parameter
	Qualifier

	fileInfoList
	FileTransferIRPConstDefs::FileInfoListType fileInfoList
	M

	status
	FileTransferIRPConstDefs::ResultType
Exception:

FileDownloadIndication, InvalidFileInfoList, ManagedGenericIRPSystem:OperationNotSupported
	M


End of change in Clause 5.2

Change in Table 7, Table 8

Table 7: Mapping for notifyFileReady
	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS attribute.
	domain_name
	M
	It carries the IRP document version number string. See subclause 3.1.

It indicates the syntax and semantics of the Structured Event as defined by the present document.

	notificationType
	type_name
	M
	This is the ET_FILE_READY of module of FileTransferIRPNotifDefs. 

	There is no corresponding IS attribute
	event_name
	M
	It carries no information.

	There is no corresponding IS attribute.
	Variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_ body_fields
	M
	NV stands for name-value pair. Order arrangement of NV pairs is not significant. The name of NV-pair is always encoded in string.

Name of this NV pair is the MANAGED_OBJECT_INSTANCE of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	notificationId
	One NV pair of remaining_body 
	M
	Name of NV pair is the NOTIFICATION_ID of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a long. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	eventTime
	One NV pair of filterable_ body_fields
	M
	Name of NV pair is the EVENT_TIME of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is IRPTime. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	systemDN
	One NV pair of filterable_ body_fields 
	M
	Name of NV pair is the SYSTEM_DN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	fileInfoList
	One NV pair of remaining_body 
	M
	Name of NV pair is the FILE_INFO_LIST of module FileTransferIRPNotifDefs::notifyFileReady.
Value of NV pair is FileInfoListType of module FileTransferIRPConstDefs.

	additionalText
	One NV pair of remaining_body 
	O
	Name of NV pair is the ADDITIONAL_TEXT of module FileTransferIRPNotifDefs::notifyFileReady.

Value of NV pair is a string.

	
	
	
	


Table 8: Mapping for notifyFilePreparationError
	IS Parameters
	OMG CORBA Structured Event attribute
	Qualifier
	Comment

	There is no corresponding IS attribute.
	domain_name
	M
	It carries the IRP document version number string. See subclause 3.1.

It indicates the syntax and semantics of the Structured Event as defined by the present document.

	notificationType
	Type_name
	M
	This is the ET_FILE_PREPARATION_ERROR of module of FileTransferIRPNotifDefs. 

	There is no corresponding IS attribute
	event_name
	M
	It carries no information.

	There is no corresponding IS attribute.
	Variable Header
	
	

	objectClass, objectInstance
	One NV pair of filterable_ body_fields
	M
	NV stands for name-value pair. Order arrangement of NV pairs is not significant. The name of NV-pair is always encoded in string.

Name of this NV pair is the MANAGED_OBJECT_INSTANCE of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	notificationId
	One NV pair of remaining_body 
	M
	Name of NV pair is the NOTIFICATION_ID of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a long. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	eventTime
	One NV pair of filterable_ body_fields
	M
	Name of NV pair is the EVENT_TIME of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is IRPTime. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	systemDN
	One NV pair of filterable_ body_fields 
	M
	Name of NV pair is the SYSTEM_DN of interface AttributeNameValue of module NotificationIRPConstDefs.

Value of NV pair is a string. See corresponding table in Notification IRP: CORBA SS (3GPP TS 32.303 [5]).

	fileInfoList
	One NV pair of remaining_body 
	M
	Name of NV pair is the FILE_INFO_LIST of module FileTransferIRPNotifDefs::notifyFilePreparationError .
Value of NV pair is FileInfoListType of module FileTransferIRPConstDefs.

	reason
	One NV pair of remaining_body 
	M
	Name of NV pair is the REASON of module FileTransferIRPNotifDefs::notifyFilePreparationError .
Value of NV pair is a string.

	additionalText
	One NV pair of remaining_body 
	O
	Name of NV pair is the ADDITIONAL_TEXT of module FileTransferIRPNotifDefs:: notifyFilePreparationError .
Value of NV pair is a string.

	
	
	
	


End of change in Table7, Table 8

Change in A1,A2,A3

A.1
IDL specification (file name "FileTransferIRPConstDefs.idl")

// File: FileTransferIRPConstDefs.idl

#ifndef _FILETRANSFERIRPCONSTDEFS_IDL_
#define _FILETRANSFERIRPCONSTDEFS_IDL_
#include "TimeBase.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: FileTransferIRPConstDefs

This module contains commonly used definitions for FileTransferIRP.

================================================================

*/

module FileTransferIRPConstDefs

{

  enum ResultType {OK, Failure};

  typedef TimeBase::UtcT UTCTimeType;



  enum LocationChoice {Directory, URL};

  //The FileLocationType may be a directory path or a URL

  union FileLocationType switch (LocationChoice)

  {

    case Directory:  string fileLocationDirectory;

    /* e.g. \\202.112.101.1\D:\user\performanceFiles\<fileName> */

    case URL: string fileLocationURL;

    /* e.g. ftp://nms.telecom_org.com/datastore/<fileName> */

  };

  typedef unsigned long FileSizeType; //the unit is byte

  typedef string FileCompressionType;

  typedef string FileFormatType;

  struct FileInfoType

  {

    FileLocationType fileLocation;

    FileSizeType fileSize;

    UTCTimeType fileReadyTime;

    UTCTimeType fileExpirationTime;    

    FileCompressionType fileCompression;

    FileFormatType fileFormat;

  }; 

  typedef sequence<FileInfoType> FileInfoListType;


  const short PMManagementDataType = 1;//Performance Management
  const short CMManagementDataType = 2;//Configuration Management
  const short IMManagementDataType = 3;//Inventory Management
  const short TMManagementDataType = 4;//Test Management
  const short CTManagementDataType = 5;//Subscriber & Equipment Trace
  const short NLManagementDataType = 6;//Notification Log
  const short CGManagementDataType = 7;//Charging
  const short OTManagementDataType = 8;//Other Types
  /*

  Define the parameters specified in the notifyFileReady 

  and notifyFilePreparationError notification. 

  */

  interface AttributeNameValue

  {

     const string FILE_INFO_LIST = "FILE_INFO_LIST";

     const string ADDITIONAL_TEXT = "ADDITIONAL_TEXT";
     const string REASON = "REASON";
  };

};

#endif _FILETRANSFERIRPCONSTDEFS_IDL_
A.2
IDL specification (file name "FileTransferIRPSystem.idl")
// File: FileTransferIRPSystem.idl
#ifndef _FILETRANSFERIRPSYSTEM_IDL_
#define _FILETRANSFERIRPSYSTEM_IDL_
#include "ManagedGenericIRPConstDefs.idl"

#include "ManagedGenericIRPSystem.idl"

#include "FileTransferIRPConstDefs.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: FileTransferIRPSystem

This module implements capabilities of FileTransferIRP.

================================================================

*/

module FileTransferIRPSystem

{

  exception InvalidTimes { string reason; };

  exception InvalidFileInfoList { string reason; };
  /*

   System fails to complete the operation.  System can provide reason

   to qualify the exception.  The semantics carried in reason

   is outside the scope of this IRP.

  */

  exception ListAvailableFiles { string reason; };
  exception FileDownloadIndication { string reason; };
  exception GetFileTransferIRPVersions { string reason; };

  exception GetFileTransferIRPOperationsProfile { string reason; };

  exception GetFileTransferIRPNotificationsProfile { string reason; };

  /*

  */

   interface FileTransferIRP

   {

     /* 

     * IRPManager invoke this operation to get the files information

     */

     FileTransferIRPConstDefs::ResultType    list_available_files(

       in short managementDataType,

       in FileTransferIRPConstDefs::UTCTimeType beginTime,

       in FileTransferIRPConstDefs::UTCTimeType endTime,

       out FileTransferIRPConstDefs::FileInfoListType fileInfoList

     )

     raises (ListAvailableFiles, InvalidTimes, 

       ManagedGenericIRPSystem::InvalidParameter);

     /* 

     * IRPManager invoke this operation to indicate completion of downloading files to IRPAgent
     */

     FileTransferIRPConstDefs::ResultType    file_download_indication(

       in FileTransferIRPConstDefs::FileInfoListType fileInfoList

     )

     raises (FileDownloadIndication,InvalidFileInfoList,

       ManagedGenericIRPSystem::OperationNotSupported);

      /**

      * Return the list of all supported FileTransferIRP versions.

      */

      ManagedGenericIRPConstDefs::VersionNumberSet get_FileTransfer_IRP_versions (

      )

      raises (GetFileTransferIRPVersions);

      /**

      * Return the list of all supported operations and their supported

      * parameters for a specific FileTransferIRP version.

      */

      ManagedGenericIRPConstDefs::MethodList get_FileTransfer_IRP_operations_profile (

         in ManagedGenericIRPConstDefs::VersionNumber iRPVersion

      )

      raises (GetFileTransferIRPOperationsProfile,

              ManagedGenericIRPSystem::OperationNotSupported,

              ManagedGenericIRPSystem::InvalidParameter);

      /**

      * Return the list of all supported notifications and their supported

      * parameters for a specific FileTransferIRP version.

      */

      ManagedGenericIRPConstDefs::MethodList get_FileTransfer_IRP_notifications_profile

      (

         in ManagedGenericIRPConstDefs::VersionNumber iRPVersion

      )

      raises (GetFileTransferIRPNotificationsProfile,

              ManagedGenericIRPSystem::OperationNotSupported,

              ManagedGenericIRPSystem::InvalidParameter);

   };

};

#endif _FILETRANSFERIRPSYSTEM_IDL_
A.3
IDL specification (file name "FileTransferIRPNotifications.idl")
// File: FileTransferIRPNotifications.idl

#ifndef _FILETRANSFERIRPNOTIFICATIONS_IDL_

#define _FILETRANSFERIRPNOTIFICATIONS_IDL_
#include "FileTransferIRPConstDefs.idl"
#include "NotificationIRPConstDefs.idl"
#include "NotificationIRPNotifications.idl"
// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: FileTransferIRPNotifDefs
This contains the specification of notifications of FileTransferIRP.
====================================================================

*/

module FileTransferIRPNotifications
{

   /**

   *  Constant definitions for the FileReady notification

   */      

   interface notifyFileReady: NotificationIRPNotifications::Notify

   {

     const string EVENT_TYPE = "notifyFileReady";
     /**

     * This constant defines the name of the fileInfoList property, 

     * which is transported in the filterable_body fields.

     * The data type for the value of this property is 
     * FileTransferIRPConstDefs::FileInfoListType.

     */             

     const string FILE_INFO_LIST = 

         FileTransferIRPConstDefs::AttributeNameValue::FILE_INFO_LIST;

     /**

     * This constant defines the name of the additionalText property, 

     * which is transported in the filterable_body fields.

     * The data type for the value of this property is string.

     */             

     const string ADDITIONAL_TEXT = 

         FileTransferIRPConstDefs::AttributeNameValue::ADDITIONAL_TEXT;

     };

   /**

   *  Constant definitions for the FilePreparationError notification

   */      

   interface notifyFilePreparationError:

       NotificationIRPNotifications::Notify

   {

     const string EVENT_TYPE = "notifyFilePreparationError";
     /**

     * This constant defines the name of the fileInfoList property, 

     * which is transported in the filterable_body fields.

     * The data type for the value of this property is 
     * FileTransferIRPConstDefs::FileInfoListType.

     */             

     const string FILE_INFO_LIST = 

         FileTransferIRPConstDefs::AttributeNameValue::FILE_INFO_LIST;

     /**

     * This constant defines the name of the reason property, 

     * which is transported in the filterable_body fields.

     * The data type for the value of this property is string.

     */             

     const string REASON = 

         FileTransferIRPConstDefs::AttributeNameValue::REASON;

     /**

     * This constant defines the name of the additionalText property, 

     * which is transported in the filterable_body fields.

     * The data type for the value of this property is string.

     */             

     const string ADDITIONAL_TEXT = 

         FileTransferIRPConstDefs::AttributeNameValue::ADDITIONAL_TEXT;

     };
};

#endif _FILETRANSFERIRPNOTIFICATIONS_IDL_
End of change in A1,A2,A3
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