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Change in subclause 3.2

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 3GPP TS 32.151 [3] and the following apply:

CMIP
Common Management Information Protocol

CORBA
Common Object Request Broker Architecture

EM
Element Manager

GDMO
Guidelines for the Definition of Managed Objects

GUI
Graphical User Interface

IDL
Interface Definition Language

IOC
Information Object Class

IRP
Integration Reference Point

IS
Information Service
MOC
Managed Object Class
NE
Network Element

NM
Network Manager

OMG
Object Management Group

ORB
Object Request Broker

PSA
Product Specific Application

SMP
System Management Processes

SNM
Sub-Network Manager

SS
Solution Set
TMF
TeleManagement Forum

TOM
Telecom Operations Map

UML
Unified Modelling Language

End of Change in subclause 3.2

New Annex E

Annex E (informative):
IOC/MOC name recommendation

Recommendation: 

3GPP considers the use of many non-alphanumeric characters as valid characters for constructing the IOC names. The Java programming language considers the use of alphanumeric characters plus only two non-alphanumeric characters, i.e. "$" and "_", as valid characters for Java Packages and Java Class names. Because the names of the Java Packages and Java Classes generated by Java programming tools for SS implementation may include MO Class names, a Java environment would have to include a translation mechanism that replaces the invalid characters (if they are used by the specification author to name an IOC, that is mapped to the same MOC name in a Solution Set) by valid characters. For example, replace "-" by "_". This translation mechanism causes unwanted complexity and reduction in performance of the implementation. Given Java may become popular for coding IRP Manager and/or IRP Agent capabilities, this note recommends the specification authors to use valid Java name characters (i.e. all alphanumeric characters plus "$" and "_") to name their IS IOCs and SS MOCs.

End of New Annex E
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