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Change in Clause Annex A

Annex A (normative):
Configuration data file base XML schema (file name "configData.xsd")
The following XML schema configData.xsd is the base schema for configuration data XML files:

<?xml version="1.0" encoding="UTF-8"?>

<!--
  3GPP TS 32.615 Bulk CM IRP
  Configuration data file base XML schema
  configData.xsd
-->


<schema targetNamespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.615#configData"

  elementFormDefault="qualified"

  xmlns="http://www.w3.org/2001/XMLSchema"

  xmlns:xn="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm"

  xmlns:cn="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm"

  xmlns:un="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm"

  xmlns:gn="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm"

>

<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.625#genericNrm" schemaLocation="genericNrm.xsd"/>

<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.635#coreNrm" schemaLocation="coreNrm.xsd"/>

<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.645#utranNrm" schemaLocation="utranNrm.xsd"/>

<import namespace="http://www.3gpp.org/ftp/specs/archive/32_series/32.655#geranNrm" schemaLocation="geranNrm.xsd"/>


  <!-- Configuration data file root XML element -->

  <element name="bulkCmConfigDataFile">
    <complexType>
      <sequence>
        <element name="fileHeader">
          <complexType>
            <attribute name="fileFormatVersion" type="string" use="required"/>
            <attribute name="senderName" type="string" use="optional"/>
            <attribute name="vendorName" type="string" use="optional"/>
          </complexType>
        </element>
        <element name="configData" maxOccurs="unbounded">
          <complexType>
            <choice>
              <element ref="xn:SubNetwork"/>
              <element ref="xn:MeContext"/>
              <element ref="xn:ManagedElement"/>
            </choice>
            <attribute name="dnPrefix" type="string" use="optional"/>
          </complexType>
        </element>
        <element name="fileFooter">
          <complexType>
            <attribute name="dateTime" type="dateTime" use="required"/>
          </complexType>
        </element>
      </sequence>
    </complexType>
  </element>

</schema> 

End of Change in Annex A

End of Change in Annex E

Annex E (informative):
XML schema electronic files

The electronic files corresponding to the normative XML schemas defined in the present document are available in native form in the following archive:

http://www.3gpp.org/ftp/specs/archive/32_series/32.615/schema/32615-560-XMLSchema.zip

End of Change in Annex E
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