Page 1



3GPP TSG-SA5 (Telecom Management)
S5-058179
Meeting #41, Lisbon, PORTUGAL, 24 – 28 Jan 2005

	CR-Form-v7

	CHANGE REQUEST

	

	(

	32.423
	CR
	
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X

	

	Title:
(

	Add missing Media GateWay (MGW) trace record for the Nb-UP and Iu-UP interfaces

	
	

	Source:
(

	SA5 (Gyula.bodog@nokia.com)

	
	

	Work item code:
(

	OAM-Trace
	
	Date: (

	28/01/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Add the missing trace record data in MGW interfaces.

	
	

	Summary of change:
(

	Trace record is added for the concerned interfaces.

	
	

	Consequences if 
(

not approved:
	The specification will not be complete.

	
	

	Clauses affected:
(

	4.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Change in Clause 4.3

4.3
MGW Trace Record Content

The following table describes the trace record content for minimum and medium trace depth for Megaco protocol in the Media GateWay (MGW). 

	Interface name
	Prot.

name
	IE name
	Procedure name(s)
	Trace depth
	Notes

	
	
	
	
	Min
	Med
	

	Mc
	Megaco
	Context
	Every procedure where it appears
	M
	M
	TS 23.205

	
	
	Bearer Termination 1
	Every procedure where it appears
	M
	M
	TS 23.205

	
	
	Bearer Termination 2
	Every procedure where it appears
	M
	M
	TS 23.205

	
	
	Bearer Characteristics
	Establish Bearer
	M
	M
	TS 23.205

	
	
	Destination Binding Reference
	Establish Bearer
	M
	M
	TS 23.205

	
	
	Destination Bearer Address
	Establish Bearer
	M
	M
	TS 23.205

	
	
	Sender Binding Reference
	Prepare Bearer
	M
	M
	TS 23.205

	
	
	Sender Bearer Address
	Prepare Bearer
	M
	M
	TS 23.205

	
	
	Codec
	Prepare Bearer

Modify Bearer Characteristics
	M
	M
	TS 23.205

	
	
	Release Cause
	Release Bearer

Bearer Released
	M
	M
	TS 23.205

	Iu-UP, Nb-UP
	
	Error Cause value
	Every NACK message
	M
	M
	TS 25.415

	Iu-UP, Nb-UP
	
	RFCI indicators
	Rate control procedure
	M
	M
	TS25.415

	Iu-UP, Nb-UP
	
	Local_Channel_Type
	TFO_TRANS
	M
	M
	TS 28.062

	Iu-UP, Nb-UP
	
	Indication whether <ENQUIRY> character is received by the CTM receiver
	CTM availability negotiation
	M
	M
	TS 26.226
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