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Change in Clause Annex A.1

Annex A (normative):
IDL specifications

A.1
IDL specification (file name "StateManagementIRPConstDefs.idl")

#ifndef StateManagementIRPConstDefs_idl

#define StateManagementIRPConstDefs_idl

#include "CosNotification.idl"

#include "ManagedGenericIRPConstDefs.idl"

#include "StateManagementIRPOptConstDefs.idl"

// This statement must appear after all include statements

#pragma prefix "3gppsa5.org"

/* ## Module: StateManagementIRPConstDefs

This module contains commonly used definitions for State Management IRP

========================================================================

*/

module StateManagementIRPConstDefs

{

/*

  Constant definitions for state management notifications uses when populating the

  Cos::Structured event.

  The "name" party of the structured event carries the following constant definitions

  appropriate to the state being notified.

  Refer to TS 32.663 regarding how to populate the structured event

*/

   interface AttributeNameValue {

      const string OPERATIONAL_STATE    = "operationalState";

      const string USAGE_STATE          = "usageState";

      const string ADMINISTRATIVE_STATE = "administrativeState";

      const string ALARM_STATUS         = "alarmStatus";

      const string PROCEDURAL_STATUS    = "proceduralStatus";

      const string AVAILABILITY_STATUS  = "availabilityStatus";

      const string CONTROL_STATUS       = "controlStatus";

      const string STANDBY_STATUS       = "standbyStatus";

      const string UNKNOWN_STATUS       = "unknownStatus";

   };

/*

   The following structures provide the new state value,

   and the optional old state value

   The structures are passed in the value part of the cos structured event

*/

   Struct OperationalStateOldNewValue{

      OperationalState new;

      StateManagementIRPOptConstDefs::OperationalStateTypeOpt old;

   };

   Struct UsageStateOldNewValue{

      UsageState new;

      StateManagementIRPOptConstDefs:: UsageStateTypeOpt old;

   };

   Struct AdministrativeStateOldNewValue{

      AdministrativeState new;

      StateManagementIRPOptConstDefs:: AdministrativeStateTypeOpt old;

   };

   Struct AlarmStatusOldNewValue{

      AlarmStatusValues new;

      StateManagementIRPOptConstDefs:: AdministrativeStateTypeOpt old;

   };

   Struct ProceduralStatusOldNewValue{

      ProceduralStatusValues new;

      StateManagementIRPOptConstDefs:: ProceduralStatusTypeOpt old;

   };

   Struct AvailabilityStatusOldNewValue{

      AvailabilityStatusValues new;

      StateManagementIRPOptConstDefs:: AvailabilityStatusTypeOpt old;

   };

   Struct ControlStatusOldNewValue{

      ControlStatusValues new;

      StateManagementIRPOptConstDefs:: ControlStatusTypeOpt old;

   };

   Struct StandbyStatusOldNewValue{

      StandbyStatus new;

      StateManagementIRPOptConstDefs:: StandbyStatusTypeOpt old;

   };

   Struct UnknownStatusOldNewValue{

      UnknownStatus new;

      StateManagementIRPOptConstDefs:: UnknownStatusTypeOpt old;

   };

   /*

   Definition of Operational State based on X.721 [3], if mandatory.

   */

   enum OperationalState

   {

      Disabled, Enabled

   };

   /*

   Definition of Usage State based on X.721 [3], if mandatory.

   */

   enum UsageState

   {

      Idle, Active, Busy

   };

   /*

   Definition of Administrative State based on X.721 [3], if mandatory.

   */

   enum AdministrativeState

   {

      Locked, Unlocked, ShuttingDown

   };

   /*

   Definition of Alarm Status based on M.3100 [4], if mandatory.

   */

   enum AlarmStatus
   {

      CLEARED, INDETERMINATE, WARNING, MINOR, MAJOR, CRITICAL

   };


   /*

   Definition of Procedural Status based on X.721 [3], if mandatory.

   */

   enum ProceduralStatusValues

   {

      InitializationRequired, NotInitialized, Initializing, Reporting, 

      Terminating

   };

   typedef sequence <ProceduralStatusValues,5> ProceduralStatus;

   /*

   Definition of Availability Status based on X.721 [3], if mandatory.

   */

   enum AvailabilityStatusValues

   {

      InTest, Failed, PowerOff, OffLine, OffDuty, Dependency, Degraded, 

      NotInstalled, LogFull

   };

   typedef sequence <AvailabilityStatusValues,9> AvailabilityStatus;

   /*

   Definition of Control Status based on X.721 [3], if mandatory.

   */

   enum ControlStatusValues

   {

      SubjectToTest, PartOfServicesLocked, ReservedForTest, Suspended

   };

   typedef sequence <ControlStatusValues,4> ControlStatus;

   /*

   Definition of Standby Status based on X.721 [3], if mandatory.

   */

   enum StandbyStatus

   {

      HotStandby, ColdStandby, ProvidingService

   };

   /*

   Definition of Unknown Status based on X.721 [3], if mandatory

   (if switch is TRUE then value equal to TRUE implies "unknown status").

   */

   union UnknownStatus switch(boolean)

   {

      case TRUE: boolean value;

   };

};

#endif

End of Change in Annex A.1

End of Document

Annex B (informative):
Change history

	Change history

	Date
	TSG #
	TSG Doc.
	CR
	Rev
	Subject/Comment
	Old
	New

	Sep 2002
	S_17
	SP-020470
	--
	--
	Submitted to TSG SA #17 for Approval
	1.0.0
	5.0.0

	Mar 2003
	S_19
	SP-030143
	001
	--
	CORBA IDL Compiler Errors, Invalid CORBA IDL Include Reference
	5.0.0
	5.1.0

	Mar 2004
	S_23
	SP-040105
	--
	--
	Automatic upgrade to Rel-6 (no CR)
	5.1.0
	6.0.0

	Sep 2004
	S_25
	SP-040588
	003
	--
	Correction of the alarmStatus mapping – Align with 32.672 CM; State Management IRP Information Service
	6.0.0
	6.1.0

	Sep 2004
	S_25
	SP-040569
	004
	--
	Provide constant definitions to support state change events
	6.0.0
	6.1.0

	Mar 2005
	S_27
	SP-050051
	005
	--
	Apply the Generic System Context, update of reference to IS specification – Align with TS 32.672
	6.1.0
	6.2.0

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


�PAGE \# "'Page: '#'�'"  �� Document number


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 5

