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Change in Clause 4

4 Requirements

The following general and high-level requirements apply for the present IRP:

A. IRP-related requirements in 3GPP TS 32.101 [1].

B. IRP-related requirements in 3GPP TS 32.102 [2].

C. IRP-related requirements in 3GPP TS 32.600 [3].

In addition to the above, the following more specific requirements apply:

1. The NRM specified by this IRP shall allow for the configuration of the ATM Termination Points of the Iub link residing in the Node B and RNC. More specifically, the NRM:
· shall allow for the viewing of the physical layer used by the ATM network (e. g. E1);

· shall allow for the viewing of parameters of the virtual circuits associated with each link (e.g. VPI/VCI, ATM Service Category, AAL type, Peak Cell Rate, Sustainable Cell Rate, Maximum Burst Size);

· shall allow the assigning of a UTRAN interface logical channel (e.g. Iub-NBAP) to a virtual circuit and configuration of parameters of the virtual circuit (e.g. VPI/VCI, ATM Service Category, AAL type, Peak Cell Rate, Sustainable Cell Rate, Maximum Burst Size);

· shall allow to relate the ATM Termination Point easily to the associated link;

· shall allow to relate the ATM Termination Point easily to the network element and the type of network element it is connected to.

2. The Network Resource Model defined by this IRP shall be generic in the sense to allow support for multiple transport technologies (e.g. IP) in the future;

3. The Network Resource Model defined by this IRP shall be generic in the sense to allow support for the management of termination points of other interface links (e. g. links between network elements of the CN) in the future.
End of Change in Clause 4
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